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Abstract 

This deliverable presents the methodologies for the evaluation of the piloted use cases; for technical 
evaluation and the assessments of user acceptance, quality of life and the business impact.  

The FESTA methodology is applied and enhanced for evaluating the added value of the Internet-of-
Things (IoT) to improve Cooperative and Automated Driving (AD). The main research question to be 
evaluated ƛǎ ŘŜŦƛƴŜŘ ŀǎ ά²hat is ǘƘŜ ŀŘŘŜŘ ǾŀƭǳŜ ƻŦ Lƻ¢ ŦƻǊ !5Κέ This central question is refined for 
all four evaluation perspectives in more detailed research questions, hypotheses and key 
performance indicators, measurements and log data from the pilots, and in evaluation methods. The 
methodologies provide the starting point for implementation and execution in the evaluation tasks 
in the next preparation and piloting phases.  

The evaluation methodologies are tailored for the scale and scope of the pilot sites and 
implementations of the use cases. The common research focus in the evaluation methodologies on 
the concepts and criteria that are most common among pilot sites and use cases maximises the 
synergy and coherence between the evaluation tasks. Potential improvements of IoT to accelerate, 



enhance or enable automated driving functions and services will be evaluated and assessed 
collaboratively from all four perspectives. The methodologies will be extended for additional use 
case or pilot site specific evaluation criteria during the coming phases.  

This deliverable provides guidelines, requests and requirements for pilot test scenarios and data 
provisioning that will be needed as input for evaluation. This is input for the specification and data 
management of the pilots.  
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Executive Summary 

This deliverable presents the methodologies for the evaluation of the piloted use cases for technical 
evaluation, user acceptance assessment, and assessments of the impacts on quality of life and 
business.  

This deliverable concludes the work of ¢ŀǎƪ пΦм ά9Ǿŀƭǳŀǘƛƻƴ ǊŜǉǳƛǊŜƳŜƴǘ ŀƴŘ ƳŜǘƘƻŘƻƭƻƎȅέ and 
provides the starting point for implementation and execution of the specific evaluation tasks; Task 
4.2 to Task 4.5. 

The FESTA methodology is applied and extended for using the Internet of Things (IoT) for 
Cooperative and Automated Driving (AD). For each of the evaluation methodologies, research 
questions, hypotheses, performance indicators and measures are defined. The methodologies are 
detailed per evaluation task in sections 0- .  

Input for the methodologies is provided by the project objectives and specifications of the use cases, 
pilot sites and technologies for AD functions and services, IoT, communication, security and privacy 
from work packages 1, 2 and 3.  

Outputs of this deliverable are two living documents on Project Place (document management 
system of AUTOPILOT) of which the current versions are attached in Annex 14: 

¶ Research questions, hypotheses and indicators for the four evaluation tasks. 

¶ Requirements for log data and data quality to be provided from the pilots via the central 
data management server. 

 For each of the evaluation methodologies, the required inputs are defined: 

¶ Section 0 summarizes the guidelines and requirements for pilot test scenarios and activities 
for users and stakeholders, as input to Task 3.1. 

¶ Section 0 provides requirements for data provisioning via the central data management 
server, as input to Task 3.4. 

The pilot sites, the automated driving functions and services, IoT platforms, devices and cloud 
services are still being developed and adapted. At times, the input is still high-level for the 
development of evaluation methodologies. In additional workshops, storyboard sessions and 
discussions with pilot sites and use case developers, the scope and focus of the evaluation 
methodologies have been refined. The approaches chosen at the end of this Task 4.1 are stated at 
the beginning of each evaluation task in sections 0 ς . 

The common focus for evaluation is defined in a central research question: 

ά²Ƙŀǘ ƛǎ ǘƘŜ ŀŘŘŜŘ ǾŀƭǳŜ ƻŦ Lƻ¢ ŦƻǊ !5Κέ 

that will be answered from the central hypotheses: 

¶ IoT is accelerating the development and deployment of automated driving functions, 

¶ IoT is enhancing the functionality or performance of automated driving functions, 

¶ IoT is enabling new automated driving functions. 

The evaluation methodologies are refining the research question and hypotheses for objectives and 
concepts that are most relevant and common to pilot sites and use cases, as defined in Table 1. 



Table 1: Evaluation focus and objectives 

Evaluation Objectives and focus 

Technical Technical improvements of IoT in functionality and performance of 
automated driving modes, functions and services. Improvements are 
evaluated on:  

¶ positioning, localisation, manoeuvring and navigation 

¶ data communication and data management  

¶ environment detections 

¶ impact of IoT on safety 

¶ security and privacy requirements 

User Acceptance ¶ Formulate IoT-related improvements for automated driving functions 
based on user feedback. 

¶ Determine, whether there are improvements or added value in 
automated driving functionalities with and without the assistance of 
the IoT regarding user acceptance. 

Quality of Life ¶ Explore how IoT in automated driving meets personal mobility needs 

¶ Explore the improvements in transport system efficiency with various 
penetration rates of IoT devices and automated driving vehicles.  

¶ Explore the contribution of IoT to traffic safety improvements 

¶ 9ȄǇƭƻǊŜ ǘƘŜ ŎƻƴǘǊƛōǳǘƛƻƴ ƻŦ !5 ŀƴŘ Lƻ¢ ǘƻ ŎƛǘƛȊŜƴǎΩ well-being 

Business Impact ¶ Evaluate the cost benefit and cost-effectiveness of the AUTOPILOT 
exploitable results, i.e. the IoT accelerated, enhanced or enabled 
automated driving systems. 

¶ Evaluate the impact of exploitable results to the market in terms of 
creating new products and customers, and establishing a new 
stakeholder ecosystem. 

The evaluation methodologies will be extended with pilot site or use case specific criteria later. In 
the next phase of pilot preparation, the pilot test scenarios will be refined in collaboration with Task 
3.1, following the implementations and adaptations of automated vehicles, IoT devices, IoT 
platforms and cloud services. The data provisioning process and data requirements will be refined in 
collaboration with Task 3.4. The methodologies for evaluation, and the research questions, 
hypotheses, indicators and data requirements of Annex 14 will be refined and extended accordingly.   
  



2 Introduction 

2.1 Purpose of the document 

The purpose of this deliverable is to define the evaluation methodologies that have been developed 
in Task 4Φм ά9Ǿŀƭǳŀǘƛƻƴ ǊŜǉǳƛǊŜƳŜƴǘǎ ŀƴŘ ƳŜǘƘƻŘƻƭƻƎȅέΦ  

In the remainder of the AUTOPILOT project, the evaluation tasks will start, and the evaluation 
methodologies in this deliverable will be implemented, refined and executed. The next evaluation 
tasks to start are: 

¶ Task 4.2 ς Technical Evaluation 

¶ Task 4.3 ς Business Impact Assessment 

¶ Task 4.4 ς Quality of Life Impact Assessment 

¶ Task 4.5 ς User Acceptance Assessment 

Task 4.6 ς άLegal ƛǎǎǳŜǎέ ǿƛƭƭ also start at the same time. Task 4.6 will not implement an evaluation 
methodology, but instead investigate any legal issues that arise from piloting and the other 
evaluation tasks.  

Task 4.1 has implemented the FESTA methodology to develop the evaluation methodologies based 
on the input from work packages 1, 2 and 3; use cases, functional and technical specifications for 
data communication, IoT platforms and architectures, pilot descriptions and storyboards for piloting 
the use cases. An initial extension to FESTA is described for evaluating the added values of the 
Internet-of-Things (IoT) for Automated Driving (AD). The FESTA extensions will be developed further 
during AUTOPILOT evaluations and included in the final evaluation report.  

The main objective is to develop the common focus for evaluation to ensure coherence between the 
evaluation methodologies. The evaluation artefacts are defined in spreadsheets on Project Place and 
are living documents that will be updated and extended throughout the project. The spreadsheets 
ŀǊŜ ŀǘǘŀŎƘŜŘ ŀǎ ά14.1 Annex 1 ς Research Questions, Hypothesis, and Indicatorsέ ŀƴŘ ά14.2 Annex 2 
ς Data Requirementsέ ǘƻ ǘƘƛǎ ǊŜǇƻǊǘΦ ¢ƘŜ Ŧƛƴŀƭ ǾŜǊǎƛƻƴǎ ǿƛƭƭ ōŜ ǘƘŜ ōŀǎƛǎ ŦƻǊ ǘƘŜ Ŧƛƴŀƭ ŜǾŀƭǳŀǘƛƻƴ 
report.  

The main outputs to other tasks in AUTOPILOT are summarized in two sections: 

¶ Section 0 with guidelines and requirements for pilot test scenarios and activities for users 
and stakeholders, as input to Task 3.1.  

¶ Section 0 provides requirements for data provisioning via the central data management 
server, as input to Task 3.4. 

2.2 Intended audience 

This deliverable is mainly intended as a working document for internal use in AUTOPILOT, i.e. for 
partners: 

¶ To implement and execute the evaluation tasks T4.2 ς T4.5. 

¶ To develop pilot test scenarios in Task 3.1. 

¶ To develop the central data management server to provide input for evaluation in Task 3.4. 

¶ To provide input to business exploitation in Task 5.3. 
 
 



2.3 Terminology 

User  Users are understood here in a broader ŘŜŦƛƴƛǘƛƻƴ ŀǎ άanyone who uses the 
AUTOPILOT functions and servicesέΦ ¢Ƙƛǎ ŘŜŦƛƴƛǘƛƻƴ ƛǎ ŎƻƴƎǊǳŜƴǘ ǿƛǘƘ ǘƘŜ 
approach taken in the unpublished position paper by the CARTRE thematic 
interest group [7]. 

Other road users  Road users that are indirectly affected by the use of the AUTOPILOT technology 
(i.e. in the single use cases), e.g. cyclist, pedestrian, drivers of conventional 
vehicles; this group can be also interpreted as a part of the stakeholder groups      

Measurand  Parameter or property intended to be measured in a unit. 

Measurement  Operation to determine the value or quantity of a measurand at a given time 

Position  Absolute position ƻŦ ŀƴ ƻōƧŜŎǘ ƛƴ ²D{Ωуп ƻǊ Dt{ ŎƻƻǊŘƛƴŀǘŜǎ ƛƴ ƭŀǘƛǘǳŘŜΣ 
longitude, and optionally with an altitude. 

Location  Relative position of an object on the road defined by lane number, lateral road or 
lane offset, and optionally with a map matched position with a longitudinal offset 
to a road reference point, or road identifier.  

2.4 Structure of the report 

Section 0 gives an overview of the FESTA methodology and how this is implemented in AUTOPILOT 
to develop the methodology for evaluation described in the following sections. The FESTA 
methodology will be extended for piloting IoT and Automated Driving functions, and section 0 gives 
an outlook for the next two project years.  

Section 0 describes the common approach to evaluation, including the common and shared research 
questions and hypotheses.  

Sections 0 to  present how the common approach is developed into the methodologies for each of 
the evaluation tasks. The comprehensive list of research questions, hypotheses, indicators, data 
measures and quality criteria are collected in two spreadsheets in Annex 14.  

Section 0 summarizes guidelines and requirements from sections 0 to  for defining pilot test 
scenarios and activities for users and stakeholders, as input to Task 3.1. 

Section 0 provides requirements for data provisioning via the central data management server, as 
input to Task 3.4. 

  



3 FESTA Methodology 

The original FESTA handbook was produced in 2008 by the FESTA consortium (Field opErational teSt 
supporT Action, 2007ς2008). The FOT-Net and FOT-Net 2 consortia updated this handbook several 
times in order to take into account the lessons-learned from the many FOTs that have been 
conducted since, and the insights and ideas shared between experts in workshops, international 
workshops, seminars and stakeholder meetings. The latest version, version 6 [1], was produced end 
2016 by the FOT-Net Data consortium. The handbook, and other information ([2][3][4][5]), are 
available at www.fot-net.eu.  

The FESTA methodology is summarised below and in Figure 1. There are several steps, which 
although described in a linear way, are performed in iteration. The V-shape shows the dependencies 
between the different steps in the left- and right-hand side of the V. The steps can be summarised 
as: 

¶ Defining the study : Defining functions, use cases, research questions and hypotheses 

¶ Preparing the study: Determining performance indicators, study design, measures and 
sensors, and recruiting participants 

¶ Conducting the study: Collecting data 

¶ Analysing the data: Storing and processing the data, analysing the data, testing hypotheses, 
answering research questions 

¶ Determining the impact: Impact assessment and deployment scenarios, socio-economic cost 
benefits analysis 

 

Figure 1: FESTA-V 

http://www.fot-net.eu/


There are several steps that are of importance for setting up the evaluation framework for 
AUTOPILOT. Only the left-ƘŀƴŘ ǎƛǘŜ ƻŦ ǘƘŜ C9{¢! ± ƛǎ ŘŜǎŎǊƛōŜŘ ƘŜǊŜ όάǇǊŜǇŀǊƛƴƎέύΣ ǘƘŜ ƴŜȄǘ ǎǘŜǇ ǿƛƭƭ 
be the set-up of the data analysis and impact assessment. 

3.1 Project Objectives and Context 

The horizontal bar on top of the diagram summarises the context in which the pilot site tests are 
supposed to take place. This defines the objectives at a high level which the different pilot sites want 
to reach. In AUTOPILOT we will be looking at both the specific contexts, like for example urban 
driving, but also the overall goal of AUTOPILOT to prove the Internet-of-Things approach to 
automated driving. A good description of the context may clarify the way in which we will keep the 
objectives into focus, both at project and pilot site levels. 

3.2 Function Descriptions and Use Cases 

This concerns the specific forms of automation the pilot sites are going to test, and the situations in 
which the automated vehicles will operate.  

The process to go from functions to hypotheses is as follows: 

1. Selecting the functions to be tested 
2. Defining the connected use cases to test these functions 
3. Identifying the research questions related to these use cases 
4. Formulating the hypotheses associated with these research questions, and 
5. Linking these hypotheses to the corresponding performance indicators.  

The use cases normally have the form of a textual description, explaining how the automation will 
work and in which circumstances. The use cases are further specified with situations and scenarios. 
For example, it may be a description of how Automated Valet Parking will work (driver leaves car at 
parking sport, car gets information about available parking space, drives toward the nearest empty 
space etc. etc.) 

The use case description will be generated by the pilot sites, in interaction with WP4.1 members. In 
FESTA the focus is on specific functions, for example lane departure warning, but in AUTOPILOT the 
automated vehicles are a system with multiple functions, which are supposed to work in a wide 
range of situations, so a complete use case description may not be feasible. Probably some 
prototypical uses cases have to be selected and described. 

3.3 Research Questions and Hypotheses 

This is one of the most important steps, as the research questions will drive the testing. In the FESTA 
approach, the research questions are grouped under five impact areas: Efficiency, Environment, 
Mobility, Safety and User Uptake. For automation, impact areas may be even wider such as security, 
health, land use etc. 

In the experience of FOT-Net the formulation of research questions is an elaborate and iterative 
process, taking both a top-down approach (start with impact areas) and bottom-up (start with use-
cases).  

From research questions hypotheses can be formulated. The definition of a hypothesis [1] is: 



ά! ǎǇŜŎƛŦƛŎ ǎǘŀǘŜƳŜƴǘ ƭƛƴƪƛƴƎ ŀ ŎŀǳǎŜ ǘƻ ŀƴ ŜŦŦŜŎǘ ŀƴŘ ōŀǎŜŘ ƻƴ ŀ ƳŜŎƘŀƴƛǎƳ ƭƛƴƪƛƴƎ ǘƘŜ ǘǿƻΦ Lǘ ƛǎ 
applied to one or more functions and can be tested with statistical means by analysing specific 
performance indicators in specific scenarios. A hypothesis is expected to predict the direction of the 
ŜȄǇŜŎǘŜŘ ŎƘŀƴƎŜΦέ 

Usually a large number of research questions and hypotheses is generated during a workshop. The 
most difficult part is selecting a limited set of research questions and hypotheses. As automated 
vehicles have many functions it remains to be seen how easy it is to formulate and select hypotheses 
at a detailed level.  

3.4 Performance Indicators 

Performance indicators are quantitative or qualitative indicators, derived from one or several 
measures, agreed on beforehand, expressed as a percentage, index, rate or other value, which is 
monitored at regular or irregular intervals and can be compared to one or more criteria. During the 
process of developing hypotheses, it is important to choose appropriate performance indicators that 
will allow answering the hypotheses, but that will also be obtainable within the budget and other 
limitations of the project. Performance indicators are based on measures. FESTA distinguishes four 
types: Direct Measures, Indirect Measures, Self-Reported Measures, and Situational Variables.  

FESTA provides a Performance Indicators-Measures-Sensors matrix, see [6]. 

3.5 Study Design 

The study design describes the experimental design, the participants, the environment, and piloting 
procedures. 

3.6 Measures and Sensors 

On basis of the previous steps, it can be determined what needs to be measured and how, e.g. 
collect background data, logging data from sensors and application software, and questionnaires. In 
addition, data in the form of manually or automatically transcribed data and reductions of collected 
data is also considered sensor acquired data (but with a manual sensorτthe analyst). In FESTA, all 
the data sources mentioned above are considered sensors. Subsequently all data can be acquired, 
stored, and processed in a generalised way. 

3.7 Ethical and Legal Issues 

These aspects have to be worked out for each pilot site, as regulation and approval procedures may 
vary amongst countries. However, FESTA and related documents from FOT-Net provide support. 

3.8 The FOT Implementation Plan (FOTIP) 

The FOTIP serves as a checklist for planning and running FOTs. 

3.9 Data Sharing 

If we want to be able to share data between organisations in the consortium, but also to be able to 
continue analyses after the project, also by other parties, data sharing has to be taken into 
consideration from the very start. The ΨFOT-Net DataΩ Data Sharing Framework provides elaborated 
guidelines (fot-net.eu/Documents/data-sharing-framework).  



4 Evaluation Approach in AUTOPILOT 

This section presents the overall approach to evaluation in AUTOPILOT. It is based on the project 
objectives and is the common starting point for defining the methodologies for all evaluation sub 
tasks in the next sections. 

4.1 What is the added value of IoT for Automated Driving? 

The objectives of the AUTOPILOT project are to define and implement an IoT architecture for 
Automated Driving (AD), and to realize IoT-based AD use cases. The main research question to 
answer in the evaluations of the pilots ƛǎ ά²Ƙŀǘ ƛǎ the added value of IoT for Automated Driving in 
the piloted Use Cases?έ The main hypotheses to test, qualify and quantify the added value are: 

¶ IoT is accelerating the development and deployment of automated driving functions. 

¶ IoT is enhancing the functionality or performance of automated driving functions. 

¶ IoT is enabling new automated driving functions. 

Potentially IoT devices can provide information on other vehicles, emergency and heavy good 
vehicles, stationary and illegally parked vehicles, etc.. IoT devices may also provide information on 
ǾǳƭƴŜǊŀōƭŜ ǊƻŀŘ ǳǎŜǊǎ ǎǳŎƘ ŀǎ ǇŜŘŜǎǘǊƛŀƴǎΣ ōƛŎȅŎƭƛǎǘǎ ŀƴŘ ƳƻǘƻǊōƛƪŜǎΣ ƻǊ ǿƘŜŜƭ ŎƘŀƛǊǎΦ  ! ǾŜƘƛŎƭŜΩǎ 
host sensors and ITS-G5 communication can also provide similar information within the range of the 
sensors or communication. ΨSimilarΩ is interpreted as information of similar type, contents and 
quality. IoT can accelerate for example with a cheaper solution, by increasing the penetration rate of 
ǇǊƻōŜŘ ŘŜǾƛŎŜǎΣ ƻǊ ŜȄǘŜƴŘƛƴƎ ǘƘŜ ΨǊŀƴƎŜ ƻŦ ǾƛŜǿΩ ŦƻǊ similar information.  

If the quality or contents of IoT data is better than existing data, then the AD functionality can be 
enhanced, and performance can be improved. IoT data may provide more information directly from 
other road users or obstacles for example, or may provide more accurate positioning, localisation or 
navigation information.  

Whether IoT or IoT data is accelerating or enhancing AD may not always be clear to distinguish a 
priori. It depends on the existing equipment and infrastructure of use case implementations, which 
may differ between pilot sites for example. The evaluations should test and classify this later. 
Fortunately, similar test scenarios can be defined for both types of hypotheses; with a baseline 
scenario for the existing situation without IoT data, and comparative evaluations of test scenarios 
with IoT data.  

The third type of hypotheses requires different test scenarios as the pilot system can only be tested 
with IoT data source. Hence the added value of IoT can be assessed on feasibility for example. A 
baseline scenario without IoT would not be meaningful or executable, and a comparative evaluation 
ŀƎŀƛƴǎǘ ŀ ΨǿƛǘƘƻǳǘ Lƻ¢Ω ōŀǎŜƭƛƴŜ ƛǎ ƴƻǘ ǇƻǎǎƛōƭŜΦ  

The hypotheses on the added value of IoT and AD will be tested from the following evaluation tasks: 

¶ Technical evaluation of the improvements in functionality and performance of automated 
driving due to IoT. Also, the effects of IoT are evaluated that may impact the safety, security 
and privacy of AD. 

¶ User acceptance evaluation to assess IoT based improvements for automated driving modes 
and services, and recommendations to accelerate or enhance their acceptance. 

¶ Impact of IoT on automated driving and its impact on the quality of life, including traffic 
safety and efficiency, personal mobility, environmental effects and well-being.  



¶ Impact of IoT on the business for automated driving for example by decreasing the time-to-
market, making it more affordable, and identifying new markets and stakeholder 
ecosystems. 

Table 2 gives some examples of IoT data sources for use cases and their a priori hypothesised added 
value for automated driving. Note that the hypotheses from D1.1 are filtered:  

¶ An IoT data source is considered accelerating if similar data is already available to 
cooperative or automated vehicles.  

¶ An IoT data source is considered enhancing if the functionality or performance of automated 
driving modes or services can be enhanced. 

¶ An IoT data source is considered enabling if the use case cannot be demonstrated at all 
without the IoT data, and hence a baseline test without IoT data sources is not possible.  

Table 2: Examples of the added value of IoT data per use case 

Use Case Pilot site Accelerating Enhancing Enabling 

Automated 
Valet 

Parking 

Vigo 

 

obstacle detection, 
reduced parking time 

and (re)routing, 
available parking space 

assignment 

positioning and 
(re)routing for 

indoor navigation 

Finland 
  

Brainport 

Urban 
Driving 

Finland 
smoother speed 
adaptations from 
traffic and traffic 
light status info 

Vulnerable Road User 
(VRU) detection 

 

Versailles 

Livorno Port 

Brainport 
TU/e campus 

+ lecture schedules, 
weather 

Highway 
Pilot 

Livorno 
highway 

more (accurate) detection and warning of 
pot holes, puddles, road works 

 

Brainport 
highway 

+ rocks, bumps, broken down vehicles, 
foreign objects 

 

Platooning 

Versailles 
smoother speed 
adaptations and 
lane selection 

from traffic info 

+ reduce distance 
between vehicles 

+ organisation 

Brainport 
highway 

improved positioning 
and localisation 

platoon planning 

Car Sharing 

Versailles  Better pick-
up/drop-off 

(including vehicle 
availability) 

free parking space 
monitoring + better 
fleet management 

 Brainport 
TU/e campus 

The IoT devices are enhancing the Automated Valet Parking in the Finland and Brainport sites, 
because an optimal route to an available parking place is provided a priori to the automated vehicle 
and re-routing is provided to avoid any obstacles elsewhere on the parking area thereby potentially 
reducing parking times. In a baseline test scenario without IoT data, the automated vehicles would 
still be able to navigate and avoid obstructions on the parking area. In the indoor parking site of Vigo 
however vehicle positioning and navigation would not be feasible without IoT information.  

IoT data is accelerating or enhancing urban driving use cases. Traffic light status information can 
already be provided to connected vehicles, which could be accelerated through IoT. IoT also 
enhances the automated driving functionality by providing additional information on detected 
vehicles, weather or schedules of lectures on the TU/e for example.   



In the highway pilot use cases, IoT data is used to accelerate or enhance the detection of, and 
warning for, road hazards. Baseline scenarios can be defined for manual driving, in which drivers 
avoid road hazards, and road side detectors or cooperative or connected vehicles to detect evasive 
manoeuvres, adapt on-board maps and exchange hazard warnings. 

 In the platooning use case, vehicles are automatically following a leader that may be driven 
automatically or manually. IoT data enables the optimisation of platoon planning, including 
discovery of platoon members, platoon formation and management. Additional IoT data is used to 
improve vehicle positioning (RTK-GPS) and localisation accuracy (HD-maps). IoT data is also sourced 
to smooth automated driving behaviour for traffic conditions, merging traffic or traffic control 
information on the use of extra lanes or priority and green light at intersections. 

In the Car Sharing use cases, car sharing users can use IoT cloud services to better match car sharing 
services and optimise route planning based on traffic information. Additionally, car sensor data may 
be used to monitor free parking spaces during piloting.  

4.2 Common research questions and hypotheses 

The main hypotheses on the added value of IoT to accelerate, enhance or enable AD are largely 
defined from a technical perspective. From the other perspectives, the distinction between the IoT 
and AD component and their contribution to the added value may not be obvious. Users, for 
example, may be subject of evaluation to compare systems without IoT to systems with IoT. 
However, users may not be able to distinguish any difference when IoT is accelerating AD, or able to 
compare newly enabled functionalities. For quality of life and business impact assessments, the 
ƛƴǘŜƎǊŀǘŜŘ ǇƛƭƻǘŜŘ ΨǇǊƻŘǳŎǘΩ or ΨǎŜǊǾƛŎŜΩ is subject of evaluation rather than the underlying 
technology per se.  

The added value of IoT also depends on the existing reference implementations of use cases at pilot 
sites, and integration of use cases and existing infrastructure at pilot sites. Hence, variations need to 
be made in the refinements of the main research question and hypotheses per evaluation task, as 
well as use cases and pilot sites.  

The objective for evaluation is to answer the research questions that are common to most use cases. 
Hence, evaluation seeks commonality in research objectives, hypotheses and evaluation 
methodologies where possible across pilots, use cases, or the underlying automated driving modes, 
functions and services. The approach for evaluation is to refine the main research question and 
hypotheses in three levels of priority: 

1. Common to all or most use cases, pilot sites and evaluation tasks. 
2. Specific to a use case or pilot site, and most relevant to an evaluation task. 

Following subsections identify the most common research questions. These, and the more specific 
research questions, will be described for the respective evaluation tasks in the following sections. 

4.2.1 Environment detections 

The important added value of IoT to accelerate or enhance AD in all use cases, and piloted on all 
sites, is the use of IoT cloud services and IoT device data to acquire or enhance information from the 
environment, such as obstacles and road hazards, other road users, traffic information and 
environmental conditions.  



From a technical perspective the environmental data may enhance or enable environmental 
detections for example for VRU or pothole detection, traffic control and status. Many hypotheses 
can be defined on the improved functionality and performance of the functions and services in the 
vehicles that are expected to yield improvements in automated driving such as smoother driving, 
earlier adaptation to traffic situations and more efficient routing. Technical evaluation also considers 
research questions and hypotheses on technical criteria that determine the feasibility or identify 
issues in the achieved improvements, such as data management, data communication, safety, 
security and privacy. 

When the AD functionality and performance is enhanced, the user may be able to observe the 
improvements, and user acceptance can be evaluated for example on factors like the perceived 
usefulness, ease of use, comfort, trust, safety and security. Can the perceptions be matched with the 
technical improvements, and how can user perceptions be fed back to improve the technology, 
implementations and pilot test scenarios? 

Improved environmental information should improve the quality of life in terms of traffic safety, 
transport system efficiency, and mobility, on both a personal and societal level. The effects on a 
personal level, i.e. the piloted scenarios for the users and test drivers, are also evaluated from a 
technical and user acceptance perspective. Quantitative results from these evaluations can also be 
used for the assessment of the societal benefits.  

Technical improvements not only affect user acceptance and impact the quality of life, it should also 
enable new products, markets, stakeholder ecosystems, all of which are subject of business impact 
assessment.  

4.2.2 Positioning, localisation, manoeuvring and navigation 

An important added value of IoT to accelerate, enhance or enable AD is the use of IoT cloud and 
data services to improve the accuracy of positioning, localisation, navigation or routing. 

From a technical perspective, the performance using existing vehicle sensors and maps can be 
compared with the performance while using for example for RTK-GPS, HD maps, parking spot 
information or routes to available parking spots received from IoT cloud services and data sources. 
The general hypotheses are that IoT enabled position and localisation should improve the 
smoothness of driving, manoeuvring and lateral behaviour, while navigation and routing should be 
more efficient and avoid more obstacles and delays. The performance of in-door positioning and 
navigation enabled by IoT for Automated Valet Parking in Vigo will also be evaluated. Underlying 
technical functionalities and services are also evaluated, for example the data management and 
communication to find and retrieve IoT data. 

These technical improvements should also result in improvements for evaluation of user acceptance, 
quality of life and business impacts in a similar manner as described for the environmental 
detections above.  

4.2.3 Communication 

Communication functionality is a general necessity for all use cases, both the ad-hoc or V2X 
communication and the centralised network communication to for example IoT platforms and 
devices [D1.7]. The added value for AD may come primarily from optimising communication 
performance and business impact such as costs and markets, which may also affect user acceptance 
and adoption.  



4.3 Iterative Approach to Evaluation 

4.3.1 Commonality in use cases and pilots 

Five use cases are implemented, tested and demonstrated on six AUTOPILOT sites. Not all use cases 
are implemented on all pilot sites. More importantly, the implementations of the use cases at 
various pilot sites will be different, for example by using different types of IoT devices and platforms, 
different communication technologies, different automated vehicles, different public road and 
traffic environments, and different combinations of services. Consequently, use cases will be piloted 
in different test scenarios and with different impacts.  

The challenge is to identify the commonalties in the implementation and usage of IoT as the basis for 
the methodologies for evaluation. The commonalties have been identified and discussed in several 
workshops with evaluators and use case developers from all pilot sites, amongst others based on the 
use case descriptions and storyboards (see [Storyboards] on Project Place). A set of common 
research questions and hypothesis, as described above and in following sections, has been selected 
by the evaluation team as the basis for evaluation. It should be emphasised that this will be refined 
and adapted as needed in close cooperation with other work packages in AUTOPILOT during 
developments and piloting. Updates will be documented in Annex 14.1 and the final deliverable on 
Evaluations at the end of the project.  

4.3.2 Scale of pilots 

Most likely, the pilot sites have only capacity for a limited number of automated vehicles. For legal 
and sometimes practical constraints, most of the AUTOPILOT applications and services will be tested 
ƴƻǘ ōȅ άǊŜƎǳƭŀǊέ (naïve) users, but by trained drivers and company employees, thus preventing both 
a large sample size for each use case per pilot site and a representative sample. Where possible, 
naïve users and other stakeholders will also be invited to participate in the tests, either as drivers 
accompanied by a test driver, or as passengers. The possible scale of the pilot tests, number of test 
runs, and participation of users will be detailed in the next phase, as part of the pilot test scenarios. 
The following sections will present requests and requirements from various evaluation perspectives, 
and a short list for pilot test specifications is provided in section 0. 

4.3.3 Iterative approach to piloting and evaluation 

Evaluation will follow the iterative approach to pilot testing and demonstrations. Figure 2 
schematically shows the iterative approach in which every pilot test activity is supported by 
technical data analyses and evaluations.  

The first phase is the preparation phase for pilots before actual piloting starts. This includes the pilot 
readiness verifications and validations of pilot site adaptations. These activities will also be used by 
the evaluation team to test and verify the tooling for technical evaluations, and also to give first 
feedback to the pilot sites, for example on data provisioning and pilot test scenarios. This phase is 
concluded with a report on first findings from technical evaluations (D4.2).  

A few demo events are foreseen in conjunction with pilot test sessions during which workshops can 
be organised for discussions, (de)briefings and interviews with test drivers, regular end-users and 
other stakeholders. This is important to collect subjective feedback for user acceptance, the impact 
on the quality of life and business, and to collect potential legal issues.  

 



 

Figure 2: Iterative approach to piloting and evaluation 

 

4.4 Managing and sharing evaluation data and results 

The objective in Task 3.4 is that all pilot site data for evaluation is centrally managed, stored and 
accessible to all partners in AUTOPILOT. The objective for evaluation is to access all pilot site data 
that is needed for evaluations in a common format from this central system. This includes the logged 
data from test vehicles, IoT platforms, cloud services and additional IoT devices, situational data and 
the collected surveys and questionnaires (Figure 3). This includes the input from all pilot sites and 
use cases and for all test scenarios and test runs. Consequently, the input for evaluation should not 
be accessed directly from pilot site data management systems or IoT platforms or cloud services, 
and that no conversions are needed from their proprietary log formats into common data formats.  

 

Figure 3: Managing and sharing evaluation data and results 

The initial set of requirements for input data from the central data management server, including log 
data parameters, data quality criteria and data provisioning, is defined in section 0 and Annex 14.2. 
All data analysis tools for evaluation will be developed or adapted to use the common data formats.  



These data requirements define for example the input for analysis of the data for a completed pilot 
test runs or session. The analysis includes the assessment and validation of the quality of the 
collected data, detection of relevant events and situations during the pilot test, and the calculation 
of predefined indicators. These analysis steps can be executed automatically after provisioning of all 
data to provide immediate feedback on the successfulness of the test run or session to both the pilot 
sites and evaluation tasks.  

The central data management system can also be used to share intermediate and final evaluation 
results with other data analysts, evaluators, pilot sites and other partners within AUTOPILOT. This 
assumes that evaluators can also write data and evaluation results back to the central data 
management system. Formats and specifications for writing and accessing evaluation results are not 
included in this deliverable and will be defined later in the project.  

  



5 Technical Evaluation Methodology 

This section presents the methodology for technical evaluation that will be conducted in Task 4.2. 
The first sections define the objectives and approach to develop the technical evaluation 
methodologies. The second part presents the implementation of the methodology by means of 
examples of the research questions, hypotheses, performance indicators and metrics by means of 
examples. The full specification is provided in Annex 14. The third part describes a first approach to 
use case specific evaluations of events and situations expected in the pilot test scenarios. The fourth 
section defines the data that needs to be collected from the pilot sites. Finally, the principal 
differences between the pilot readiness verification (Task 2.5) and this Technical Evaluation is 
clarified.  

5.1 Objectives and methodological approach 

The main objective is to evaluate how IoT could offer potential improvements to automated driving. 
The potential improvement is measured by the improvement in the technical functionality and 
performance of automated driving functions, driving modes and the connected and automated 
driving services. The following subsection defines the concepts for measuring the improvements. 

The potential improvements may be affected or restricted by safety, security and privacy 
requirements, hence their impact must be evaluated: 

¶ IoT may impact automated driving safety, which is a hard pre-condition for automated 
driving. The impact of IoT on automated driving modes, functions and services should also 
be measured and evaluated. 

¶ Security and privacy requirements may impact the usage of IoT. The objective is to measure 
the security and privacy level achieved by the implementation and usage of IoT.  

The outcome for the main objective triggers secondary objectives to provide the technical 
evaluation results to other tasks and work packages (cf. Figure 3): 

¶ The test runs, events and situations in which the technical systems functioned and 
performed successfully are the relevant input to the user acceptance, quality of life, and 
business impact assessments. 

¶ Failures and anomalies where the IoT or AD are not successful provide events and situations 
as input for improvements for the systems, infrastructure or test scenarios in following 
iterations of piloting.  

The technical evaluation methodology for the main objective follows the methodology described in 
section 0. Research questions, hypotheses and indicators are defined in the next subsections to 
measure and evaluate the technical improvements from the data logged on vehicles, IoT platforms 
and cloud services.  

The secondary objectives will be implemented in the evaluation tools that will be developed later in 
Task 4.2, through the central data management tools (Task 3.4), and in workshops and meeting with 
partners from other work packages. To support the iterative approach to piloting, as described in 
section 4.3.3, the data analyses and technical evaluations will be automated as much as possible 
(Figure 3). This includes the automatic detection of situations and events from logged and situational 
data. These event and situation detections should be defined and implemented beforehand. 
Predefined indicators will also be calculated for these detected events and situations. The automatic 
data analysis will act as a filter for all the data received from the Pilot Sites (Figure 4). The results are 
provided as objective input for the evaluation tasks, including more detailed technical evaluations. 



The main purpose of this approach is to minimise redundant work and inconsistencies between 
evaluations for example due filtering of the data on events and situations and filter with different 
criteria. 

 

 Figure 4: Process for filtering events and situations for evaluation 

 

5.2 Research Questions, Hypotheses and Indicators 

The main research question for the added value of IoT for AD is refined in the main concepts for 
potential improvements of technical functionality and performance. The concepts are defined in the 
form of first level research questions in Annex 14.1. Each of the next subsections describes a 
concept. Annex 14.1 also defines sub-level research questions, hypotheses, indicators and 
measurements. The measurements refer to Annex 14.2 that defines the sources, parameters and 
data quality criteria for log data (see also section 5.4).  

It should be noted that the intention is not to be comprehensive in the research and evaluation of 
automated driving, or safety, or IoT, or IoT platforms and devices, or security and privacy. After all, 
AUTOPILOT is not developing or evaluating commercial products. Instead the concepts for research 
questions are chosen to provide the evidence for the concepts where IoT could provide the largest 
potential for added value to automated driving. 

5.2.1 Positioning, localisation, manoeuvring and navigation 

The IoT cloud services and data sources identified in section 4.2.2 are essential technical measures 
for improvement of the internal state, perception systems, motion planning and routing within 
automated vehicle functions and services. Technical improvements are highly relevant for all 
automated vehicles and use cases. Examples for improvements are: 

¶ RTK-GPS for accurate positioning with reference signals provided via an IoT platform 

¶ The use of HD-maps, in combination with on-ōƻŀǊŘ ŎŀƳŜǊŀΩǎΣ ǘƻ ƛƳǇǊƻǾŜ ƭƻŎŀƭƛǎŀǘƛƻƴ ƻŦ ǘƘŜ 
relative position on the lane or road 

Send this data as input to a specific evaluation

Filter the relevant data

Apply a filter to retrieve all relevant data in order to reduce the information for a specific evaluation

Detect the events in the set of data

Check the events described on D4.1 and identify them on the set of data obtained

Obtain the data from the Pilot Sites

Download the data from the FTP server or the platform available for each Pilot Site

Data is collected on Pilot Sites

All the data is logged under the quality requirements defined by T3.4 and T4.1



¶ In-door routing and navigation using IoT devices 

¶ Optimised routes to navigate to an available parking spot using IoT services. 

The general hypothesis is that the added value of IoT platform and cloud services should improve 
perception systems and the accuracy, reliability and geographic areas of positioning, localisation, 
etc. Performance indicators are defined for accuracy and reliability.  

Situations are distinguished by pilot site location, i.e. geographic areas that affect the performance, 
for example for indoor navigation in Vigo, GPS accuracy in Finland, RTK-GPS services in Brainport and 
vulnerable road user detection in Versailles and Livorno.   

This research question is refined at a second and third level, and in hypotheses to differentiate the 
specific fusion with IoT data and plausible failure modes.  

The research questions related to the Global Positioning System and the Inertial Navigation system, 
including the positioning data, the data related to the navigation systems and the localisation of the 
vehicle respect to the other elements of the road. The range and the accuracy with timing 
references and also the changes with the on-board maps with the IoT will be evaluated. For accurate 
(lane level) positioning evaluation, measurements are expected in a standard format like NMEA. The 
NMEA format is by sentences, each one containing a type of information. The essentials are the 
GGA, RMC, GSA, VTG and ZDA: 

¶ GSA sentence. GPS DOP and active satellites. This sentence provides details on the nature of 
the fix. It includes the numbers of the satellites being used in the current solution and the 
DOP. DOP (dilution of precision) is an indication of the effect of the satellite geometry on the 
accuracy of the fix. 

¶ RMC sentence. NMEA has its own version of essential GPS PVT (position, velocity, time) 
data. It is called RMC, the Recommended Minimum. 

¶ VTG sentence. Velocity made good. The GPS receiver may use the LC prefix instead of GP if it 
is emulating Loran output. 

¶ ZDA sentence. Data and time.  

Localisation is evaluated on accuracy for determining the relative position on the road; i.e. the 
longitudinal and lateral position on a road and in a lane. For evaluation of a single localisation system 
in a vehicle, and external or alternative localisation system is required. Alternatively, an accurate 
positioning system, such as an RTK GPS signal or road side detectors may be used.  

Manoeuvring of automated vehicles, such as following and platooning, lane keeping and lane 
changing, turning, and parking is evaluated on the accuracy and smoothness of the manoeuvres. 
Indicators are for example: 

¶ Speed. Speed of the vehicle, road user or device. (m/s). 

¶ Speed limit. Is the maximum legal speed limit. (km/h). 

¶ Percentage speed limit violation. Time and/or distance (or portion of) spend exceeding 
posted speed limit. (s) or (m), (%), (count). 

¶ Approach speed to events. Speed at ccc seconds or xxx meters before an event. (m/s). 

¶ Acceleration. Referred to the longitudinal, lateral or vertical acceleration of the host or 
targets vehicles in the road. (m/s2). 

¶ Brake force. Is the braking power of the vehicle during an event. (-). 

¶ Time gap. The time gap is the value calculated from vehicle speed and gap to a leading 
vehicle: Time gap = gap / vehicle speed. The time gap to an object, e.g., a lead vehicle 
(bumper to bumper) or ǇŜŘŜǎǘǊƛŀƴΣ ǿƘƛŎƘ ƛǎ ǘǊŀǾŜƭƭƛƴƎ ƛƴ ǘƘŜ ǾŜƘƛŎƭŜΩǎ ǇŀǘƘ ƻŦ ǘǊŀǾŜƭΦ  όǎύΦ 



¶ Probability of following. Reflects the traffic density. (-) 

¶ Time to collision. The mean time required for two vehicles (or a vehicle and an object) to 
collide if they continue at their present speed and on the same path. Measures a 
longitudinal margin to lead vehicles or objects. (s). 

¶ Lane Change. Vehicles either must be logged when they change lanes. Alternatively, this can 
be derived from accurate localisations of vehicle trajectories. 

¶ Route change. Vehicles log a deviation from the previous route. Alternatively, a route 
change could also be determined as every navigation decision from map matched 
trajectories. (Number of route change per hour or per kilometre). 

¶ Lane departure. Detect that the vehicle leaves its own lane boundaries. The lane boundaries 
are defined as the inner edges of the lane markings. The vehicle boundaries are defined as 
the outer edges of the front wheels. 

¶ Distance between vehicles in a platoon. 

A second level research question is for example: Does IoT improve short range navigation?  

This question is focused on the navigation system of the vehicle and its objective is to identify which 
benefits IoT can add to the short-range navigation functions and if it also enables new 
functionalities. Hypotheses are that the range of the short-range navigation can be increased, and 
the timeliness of received data can be improved by using IoT. It will also prove whether IoT could 
enable new functionalities to short range navigation such the detection of new types of objects to 
refine navigation. If the hypothesis is validated, the evaluation will be able to prove that the IoT can 
enhance or enable the AD functions related to the navigation of the vehicle. Indicators are for 
example: 

¶ Route changes or number of route changes per hour or per kilometre. 

¶ Travel time uncertainly. The variation on travel time over a certain distance at a specific 
time. (s) 

¶ Time or frequency in congestion. Driving time or distance spent in congestion relative to 
total travel time or distance. (%) 

More details on motion state measurements and logging are given in section 10.1.5. 

5.2.2 Data communication 

Communication functionality is provided through alterative communication modes and media. 
Technical evaluation will focus on the comparison of the performance of alternative communication 
channels for: 

¶ Ad-hoc V2X communication 

¶ Vehicle ς IoT platform communication. 

Section 5 of [D1.7] specifies minimum communication performance requirements per use case and 
device interaction. The objective is to evaluate the realised communication performances in each of 
these situations and propose feasible performance levels.  

V2X communication and communication with IoT platforms is evaluated on the following 
performance criteria (see also section 5 and Table 20 of [D1.7]): 

¶ End-to-end communication latency; from the generation of a message by the sender, till the 
reception of the message by receivers. 



¶ Reliability of communication by the packet loss rate or packet delivery ratio of set and 
received messages.  

¶ Communication range is measured from statistics on and distributions of distances between 
senders and receivers. 

Communication performance is measured for all relevant communication media, speed ranges of 
devices, and environmental situations experienced at the pilot sites. Communication performance is 
measured at the facilities or application layers in stations and servers. Note that communication 
performance indicators for bandwidth and node density may not be evaluated if the node density is 
too low to experience bandwidth issues during the pilots.  

The communication between IoT platforms in the cloud and in vehicles, and between federated IoT 
platforms are subject of evaluation. The communication between various IoT devices (other than the 
devices directly participating in the pilots) and IoT platforms is not directly evaluated.  The 
communication for example to road side sensors, ŘǊƻƴŜǎ ƛƴ ΨǘƘŜ ŎƭƻǳŘΩ, and smartphones of 
anonymous bystanders will not be evaluated. This communication is indirectly evaluated as it is 
included in the end-to-end delay from detection time at these IoT devices till the reception of the 
detections and derived information in the automated vehicles. 

On the same note, the communication within a vehicle, and between communication layers within a 
station, are not evaluated directly either. The net effects of communication performance within and 
between in-vehicle systems will be evaluated in terms of delays in application decisions and actions, 
and the overall automated driving performance such as positioning improvements. 

To evaluate the performance of communication the locations and timestamps upon sending and 
reception should be logged. More details and requirements on indicators and measurements for 
communication are provided in section 10.1.6. 

5.2.3 Data management  

The concept of data management refers to the capability of IoT devices, such as the automated 
vehicles being tested, to manage the data needed for the automated driving functions and services. 
This is the terminology as used for example in [D1.5, section 3.1] as: 

data management services to applications, including data acquisition, data 
ǇǊƻŎŜǎǎƛƴƎΣ Řŀǘŀ Ŧǳǎƛƻƴ ŀǘ ǘƘŜ άŜŘƎŜέ ŀƴŘ Řŀǘŀ ƭƻŎŀƭ ǎǘƻǊŀƎŜ ŎŀǇŀōƛƭƛǘƛŜǎ ǘƻ ŘŜŀƭ 
with network latency and reliability. Data Management also deals with the 
collection of information from external elements to the vehicle (i.e. cloud / RSU / 
other vehicles and infrastructures), exploiting data in order to create services such 
as planning and control application related to AD system. 

This connotation should be distinguished from the concept of data management to acquire, store 
and process data for logging and evaluation as used in Task 3.4 and sections 5.4 and 0. 

Data management on an in-vehicle IoT platform includes the processes to discovery relevant IoT 
data sources, to subscribe and process relevant IoT data including the assessment of the quality or 
the data and fusion with on-board sensor data, and to manage alternative communication channels 
to search and retrieve required data.  

Data management on a cloud-based IoT platform includes device and subscription management, the 
up and down loading of data from IoT devices, data brokering, discovery services, data aggregation 
services, (semantic) data transformations to data formats requested by automated vehicles, and the 
interaction with other IoT cloud services and (federated) platforms. 



¢ŜŎƘƴƛŎŀƭ ŜǾŀƭǳŀǘƛƻƴ ŜǾŀƭǳŀǘŜǎ άIƻǿ ǘƘŜ Lƻ¢ Řŀǘŀ ƳŀƴŀƎŜƳŜƴǘ ŀŘŘǎ ǾŀƭǳŜ ǘo Automated Driving 
ŦǳƴŎǘƛƻƴǎΚέ The added value of IoT platforms and devices is evaluated at the level that a road side or 
cloud-based IoT platform can provide relevant information to the vehicle IoT platform. IoT 
functionality and performance is evaluated in the automated vehicles at the interface between the 
Application layer and the IoT (Capabilities) layer ([D1.7] Figure 34). The evaluations address the 
following indicators and measures at the in-vehicle IoT platform, at the interface with in-vehicle 
applications, or at the road side or cloud-based IoT platforms: 

¶ The relevance of IoT data received by the requesting vehicle relative to the (intended) 
requested data. The relevance is determined by the requesting application in terms of 
requested data elements, accuracy and timeliness. 

¶ The end-to-end delay between the vehicle request and response reception at the vehicle. 
This includes tracing the request from the vehicle through IoT platforms and communication 
networks.  

¶ The end-to-end delay between the detection time of request information, e.g. the detection 
or generation time of the source IoT device, and the reception time at the requesting 
vehicle. This includes tracing the source IoT devices through IoT platforms and 
communication networks.  

It is assumed that the automated driving functions and services assess the added value of data, and 
that the relevant assessments are logged and made available for technical evaluation. The added 
value can be assessed and logged on the automated vehicles. Alternatively, the added value may 
also be logged on the IoT platform in the cloud or back end as planned for the Livorno Pilot Site for 
example. Technical evaluation tools will not be developed to re-engineer or re-evaluate the potential 
added value for any implementation or an automated driving function or service, or use case.  

Note that the technical performance and functionality of platforms like FIWARE, Watson IoT and 
oneM2M is not evaluated in Task 4.2, nor the communication interfaces with and between these 
platforms and the semantic data transformations (cf. section 4.3 in [D1.7]). Also, the performance 
and functionality of the various in-vehicle IoT platforms are not directly evaluated. Verification of 
these platforms and interfaces is addressed in Task 2.5. Indirectly, the effects are evaluated on the 
relevance and timeliness of the provided data in the vehicle applications.  

An example of a refinement to a third ƭŜǾŜƭ ǊŜǎŜŀǊŎƘ ǉǳŜǎǘƛƻƴ ƛǎ άWhat is the difference in data 
quality provided via IoT platform versus ITS-G5 (or other advanced V2X communication) in terms of 
ƭŀǘŜƴŎȅΣ ǎŀƳǇƭƛƴƎ ŦǊŜǉǳŜƴŎȅΧΚέ An hypothesis to test are whether IoT data can enhance the quality 
of ITS-G5 received information, or whether the IoT data is redundant or provides new information. 
Another hypothesis to test is whether the vehicle IoT platform and data management functionalities 
can make efficient use of the redundancy in communication and data sources to increase the 
reliability of input required by automated driving functions and services, and under which 
conditions, situations and events. If this hypothesis is validated we could prove that the IoT offers an 
enhancement on the data management of the system and, so, adds value to the Automated Driving 
functions.  

5.2.4 Security and Privacy 

The communication and data both in transition and in rest must be protected against identified 
threats and fulfil security and privacy requirements defined in dedicated AUTOPILOT document. The 
final implementation of AUTOPILOT must be reviewed and assessed to verify it is not vulnerable 
against identified security and privacy threats. In addition, data flows of potentially sensitive 
information must be reviewed because the solution should be also compliant to GDPR. 



Security and privacy requirements of AUTOPILOT solution are defined in [D1.9]. Chapter 5 of [D1.9] 
summarizes major security threats to the use cases with related risks due to possible vulnerabilities. 
This chapter should be taken as an initial reference for final assessment and each risk should be 
assessed for each pilot site to verify it has been well addressed.  

Chapter 6 of [D1.9] defines common security and privacy requirements: a minimum that should be 
followed in each pilot site. This minimum also ensures a compliancy with GDPR regulation in terms 
of sensitive data handling. Note that this is only a part of the regulation compliancy and the 
ǊŜƳŀƛƴƛƴƎ ǇŀǊǘ όǎǳŎƘ ŀǎ ŀŎŎŜǎǎ ǘƻ ǳǎŜǊΩǎ ƛƴŦƻǊƳŀǘƛƻƴΣ ǘƘŜ ǊƛƎƘǘ ǘƻ ŜǊŀǎŜ ǇǊƛǾŀǘŜ ƛƴŦormation, security 
processes and others) is up to each implementation and will not be assessed during AUTOPILOT 
evaluation. 

Relevant indicators for security evaluation are: 

¶ User interaction timing with and without security. 

¶ Vulnerabilities must be assessed and their severity (Penetration test) must be measured. As 
reported in [23], the Common Vulnerability Scoring System (CVSS) provides a way to capture 
the principal characteristics of a vulnerability, and produce a numerical score reflecting its 
severity, as well as a textual representation of that score. The numerical score can then be 
translated into a qualitative representation (such as low, medium, high, and critical) to help 
organisations properly assess and prioritise their vulnerability management processes. 
Scoring CVSS metrics produces a vector string, a textual representation of the metric values 
used to score the vulnerability. This vector string is a specifically formatted text string that 
contains each value assigned to each metric, and should always be displayed with the 
vulnerability score. 

Note that security evaluation will be based on technical documentation and will not require any 
additional data to be collected during pilot executions. 

5.2.5 Environment detections 

The environment detections identified in the overall evaluation approach in section 4.2.1 are 
essential technical measures for improvement of the cooperative and situational awareness of 
vehicle systems. Environment detections relevant to the AUTOPILOT use cases are for example the 
detection of: 

¶ Other road users, such as vehicles, pedestrians and cyclists 

¶ Traffic incidents, such as road works and traffic jams 

¶ Traffic information, such as traffic congestion states, traffic light status and signal phases, 
lane restrictions and usage, maximum speed limits or speed advices 

¶ Road surface conditions, such as pot holes, puddles and speed bumps 

¶ Available parking spots 

Potential improvements in detection performance can be measures for example by the type of 
environmental objects, detection accuracy, rate, and delay, and the geographic position, location 
and coverage of detections.  

Comparison of detection performances of system configurations with and without IoT input should 
evaluate the added value for example for VRU detection and safety applications, or for traffic state 
detection, travel time predictions and traffic efficiency. Examples of indicators are: 



¶ Time to collision. The mean time required for two vehicles (or a vehicle and an object) to 
collide if they continue at their present speed and on the same path. Measures a 
longitudinal margin to lead vehicles or objects. (s). 

¶ Bluetooth communication could be used for traffic monitoring, also to determine whether 
ǘƘŜ ŘǊƛǾŜǊ Ƙŀǎ ƭŜŦǘ ǘƘŜ ǾŜƘƛŎƭŜΣ ŜΦƎΦ ǘƘǊƻǳƎƘ ǇŀƛǊƛƴƎ ƻŦ ǘƘŜ ŘǊƛǾŜǊΩǎ ǎƳŀǊǘǇƘƻƴŜ ǿƛǘƘ ǘƘŜ ƛƴ-
vehicle OBU. Bluetooth Low Energy is also considered an interesting technology for WSN 
applications demanding higher data rates, but short range.  

¶ ZigBee is an IEEE 802.15.4 based specification low cost and low power technology, for low 
data rate and short-range applications. 

¶ Data produced by the virtual devices on the oneM2M platform. Each physical 
sensor/actuator both in the vehicle and in the infrastructure, Ƴŀȅ ƘŀǾŜ ŀ άǾƛǊǘǳŀƭέ 
representation on the oneM2M platform, that dynamically collects the data produced by the 
άǇƘȅǎƛŎŀƭ ǘƘƛƴƎǎέΣ ǎǘƻǊƛƴƎ ŀƴŘ ǎƘŀǊƛƴƎ ǘƘŜƳ ŦƻǊ ŀǇǇƭƛŎŀǘƛƻƴǎΦ ¢he data published on this IoT 
Cloud based platform are important to evaluate the usefulness and the quality of the 
applications. 

5.2.6 Safety 

Safety of automated driving is addressed as part of approval procedures in pilot site preparations. 
Automated driving safety will not be evaluated extensively in work package 4, because of the limited 
scope and scale of piloted situations.. However, the use of IoT data may affect the safety of 
automated driving and any incidents should be reported and investigated. In addition, an 
assessment of the impact of IoT on safety can also be made at the end of the project from the 
previous evaluation results, most notably on environment detection performance, data 
management, positioning, localisation and manoeuvring.  

As a minimum, any safety related incidents under real traffic conditions during piloting should be 
reported and investigated / evaluated (see [D5.3 section 4.6, Table 12]). Any human intervention, 
e.g. by a test or co-driver, to disengage an automated driving mode, function or (safety-relevant) 
service in real-traffic conditions is considered as an incident that should be reported. Causes or 
situations that caused the incident to report include weather conditions, inattentive road users, 
unwanted vehicle manoeuvres, and hardware or software failures.  

5.2.7 Use Cases 

Previous subsections presented the research questions and hypotheses that are common across use 
cases. In addition, the research questions will also ōŜ ŀƴǎǿŜǊŜŘ άIƻǿ Ŏŀƴ Lƻ¢ ƛƳǇǊƻǾŜ ŀ ǎǇŜŎƛŦƛŎ ǳǎŜ 
ŎŀǎŜΚέ For each use case, this research question is refined in third level research questions for a 
subset of the above described concepts that are specifically relevant to the use case. Differentiation 
per use case primarily concerns the situations and events that are expected in the pilot test 
scenarios. The indicators will be calculated per situation and for the events, hence differentiation is 
defined from the pilot scenarios that will be briefly described in the next section.  

Research questions that are specific to a single use case or implementation may be added, and if 
necessary the evaluation methodology may be adapted as well, during the technical evaluations 
later.  

 

5.3 Piloting scenarios 



For evaluation of the functionality and performance, the indicators must be determined for similar 
situations and events in pilot test scenarios. This section briefly describes the most relevant 
situations and events per use case and the measurements needed to distinguish the situations and 
events from pilot log data.  

Specification of the pilot scenarios is ongoing in work package 3. Pilot scenarios for testing the 
implemented use cases have been described at a high level already in D1.1. This section gives only a 
first, high-level, analysis of the scenarios that must be refined in the next phase of pilot preparations.  

5.3.1 Automated Valet Parking scenario 

The AVP use case has several relevant situations, most of them involving how the test vehicle drives 
in automated mode from the drop off point to the parking slot and how the vehicles deal with all the 
obstacles on their way: 

¶ Drop-off of the vehicle. The driver will leave the vehicle at the drop-off point. It will connect 
to the parking infrastructure and it will go from manual mode to AD mode. This is the first 
important event to log of the use case in order to check timing references and connections 
and changes checkouts. 

¶ Routing of vehicle. The process of looking for a spot available, creating a route inside the 
parking and driving in automated mode to the destination. It is important to check the route 
optimisation and evaluate how the system schedules the vehicle. 

¶ Legacy car or VRU detection. If during the route a pedestrian, a legacy vehicle or another 
obstacle appears, the vehicle reaction will be evaluated. For this reason, it is important to 
test the use case not only in a controlled environment but also in a real world environment.  

¶ Parking manoeuvres. The parking process will be evaluated on the parking time needed, the 
space optimisation on the parking lot, and the number of manoeuvres needed to park.  

¶ Request and pick-up vehicle. When the vehicle is requested to be returned to its owner, the 
parking manoeuvre, routing, and obstacle detection also need to be evaluated till the pick-
up zone. Waiting or pick-up duration, disconnection from the parking system and the change 
from AD to manual mode will also be evaluated. 

¶ Transition from AD to manual. Every switch from manual to automated driving mode is be 
logged with all the information related to the switch including any failure message, 
transition event, vehicle position and motion state data, vehicle sensor and situational data 
that triggered the transition. The trigger or transition conditions are the main indicators. 

5.3.2 Highway Pilot scenario 

The highway pilot use case distinguishes scenarios for automated vehicles and for cooperative 
vehicles, and in addition for the following situations and events: 

1. A test vehicle detects the road hazard and sends out a warning to the driver, other road 
users and the IoT platform. 

2. A test vehicle receives a warning for a road hazard and warns the driver or triggers an 
automated driving function or service.  

3. An automated test vehicle detects the road hazard and reacts automatically as in 1. and 2.  

Indicators are defined in general terms for: 

¶ Detection performance of the road hazard or event. 

¶ Location or position accuracy of initial warning or automatic reaction. 

¶ Latency between detection and initial warning or response. 



¶ Distance between event position and initial warning or response. 

¶ Smoothness in longitudinal and lateral manoeuvres of automated responses.  

¶ Occurrence of emergency responses such as hard braking or steering. 

In all cases, the detections, communication and response (warning or automatic response) should be 
logged, together with relevant information of the trace of vehicle positions and road or lane 
location, additional motion state and manoeuvres, vehicle sensor data, IoT data, and situational data 
for the trigger or detection conditions.  

Following scenarios, events and situations can be distinguished for different types of road hazards:  

¶ Detection of a road (surface) condition. The test vehicle should detect the road condition, 
or receive a warning, with a safety distance enough to react. Detected events and road 
surface defects are logged. The evasive manoeuvres of a driver or the automated control 
reactions are logged.  

¶ Emergency braking / slow vehicle. In addition to the evaluation of the event detection and 
response is also the research question why the driver or system had not detected the event 
earlier to allow smoother reaction.  

¶ Breakdown or accident. The detection and warning/response delays are the main indicators 
of the event. 

¶ Fast approaching emergency vehicles. Warning time and distance, and the accuracy of 
event location relative to the receiver are the main indicators. 

¶ Traffic jams and queues. The receiving or host vehicle should adapt its speed and 
acceleration in relation to the traffic jams. The main indicators for this event will be the 
warning delay and distance, and the smoothness of the approach (speed, acceleration, time 
gap, braking).   

¶ Nearby presence of VRU. When the vehicle detects the presence of bicycles or pedestrians, 
or receives a warning, it should respond immediately to avoid any dangerous situation. The 
vehicle sensors (camera, lidar or radar) and the V2X message are the main indicators for the 
event detection on the host vehicle.  

¶ Weather related condition. When the vehicle receives weather information such as a rain 
warning it should adapt its speed to maintain the safety. The vehicle should log the 
estimated safe speed for comparison to the actual speed. The main indicators are the V2X 
message and the vehicle data and sensors.  

¶ Transition from AD to manual. Every switch from manual to automated driving mode is be 
logged with all the information related to the switch including any failure message, 
transition event, vehicle position and motion state data, vehicle sensor and situational data 
that triggered the transition. The trigger or transition conditions are the main indicators. 

5.3.3 Platooning scenario 

The platooning scenario distinguishes states or situations for creation, management and control of 
the platoon, interaction with surrounding traffic, and the reallocation of the vehicles.  

¶ Platoon scheduling and organisation. Situations are distinguished where vehicles start 
searching other vehicle to form a platoon, and routing to meeting points. Events are defined 
by the interaction protocol for brokering and routing. The main indicators for a correct 
evaluation will be the GPS position, the vehicle data and the IoT messages.  

¶ Platoon forming process. Platoon formation starts once platoon members are nearby. 
Situations and events are defined from interaction protocols to lead, join, merge or leave a 
platoon. The V2V messages and the vehicle data are the main indicators. 



¶ Interaction with normal traffic. Events and situations for interactions with nearby traffic are 
distinguished, such as merging, entry and exit, cut-in, lane changing, overtaking, breaking, 
crossing. Safety indicators like time gaps and time-to-collision, in addition to the V2X 
messages within the platoon, the GPS position and the vehicle data and sensors are the 
main indicators for assessing safety and smoothness of platoon response.  

¶ Controlled intersections. Platoons must cross controlled intersections using C-ITS services 
for traffic light status, priority requests and speed advice. Situations are distinguished for the 
approach to red or green light, approval or denial of priority, and traffic queuing. The V2X 
message, the GPS position and the vehicle data are the main indicators.  

¶ Dedicated lane use. Platoons can request the used of dedicated lanes, e.g. the hard 
shoulder. Situations are defined from the Interaction protocol with traffic control to request, 
and also incidents on the dedicated lane such as stranded or merging vehicles.  

¶ Transition from AD to manual. Every switch from manual to automated driving mode is be 
logged with all the information related to the switch including any failure message, 
transition event, vehicle position and motion state data, vehicle sensor and situational data 
that triggered the transition. The trigger or transition conditions are the main indicators. 

5.3.4 Urban driving scenario 

The urban driving use case includes the interaction with the traffic lights and traffic signs, vulnerable 
road user like bicycles or pedestrians, and legacy cars.  

¶ Single and multiple (uncontrolled) intersections. The intersections are one of the most 
relevant situations in the urban driving use case. Situations to distinguish include priority 
rules, lane restrictions, lane markings, speed limits, potential conflict situations with legacy 
traffic, and traffic queues and density.   

¶ VRU interactions. Each time the vehicle interacts with a VRU needs to be logged to evaluate 
the reaction to it. The vehicle sensors and data, and IoT data about VRUs are the main 
indicators. 

¶ Controlled intersections. Vehicles must cross controlled intersections using C-ITS services 
for traffic light status, priority requests and speed advice. Situations are distinguished for the 
approach to red or green light, speed advice and compliance, and traffic queuing. The V2X 
message, the GPS position and the vehicle data are the main indicators.   

¶ Traffic rules and signs. Vehicles use either a local map or receive IoT data on traffic rules and 
signs. Evaluation with vehicle data reveals compliance or violations. Vehicle sensor data may 
also identify any conflicts with neighbouring traffic. 

¶ Transition from AD to manual. Every switch from manual to automated driving mode is be 
logged with all the information related to the switch including any failure message, 
transition event, vehicle position and motion state data, vehicle sensor and situational data 
that triggered the transition. The trigger or transition conditions are the main indicators. 

5.3.5 Car sharing scenario 

The car sharing use case relevant situations involve the requesting and the assignment of the vehicle 
and also the valuable situations that could occur during the route to the user: 

¶ Waiting time from request to pick up. The time between the request and the pick-up must 
be logged to evaluate the time optimisation and the route alternatives.  

¶ Car-customer and vehicle-user assignment. The process of the assignment of the vehicle to 
the user should also be recorded to evaluate how optimal it is.   



¶ Events detection during route. The obstacles and hazards encountered during the route 
should be logged also. The main indicators are the V2X message and the vehicle sensors.  

5.4 Data Collection 

Technical evaluation primarily needs log data from the vehicles and IoT platforms and cloud services 
and situational data from the pilot sites to detect situations and events, and to calculate the 
indicators. The log and situational data are accessible from the central data management server for 
evaluation purposes, as described in section 4.4 and Figure 3.  

Requests and requirements for data provisioning by the pilot sites through the central data 
management server, and general data quality requirements are included in section 0. 

The requirements for log data to be provided by the central management system, including the 
initial set of data sources, parameters and quality criteria, are defined in a spreadsheet in Annex 
14.2. This is a living document on project place. The current version is an initial version that will be 
updated during pilot preparations and the refinement of the technical evaluation methodologies.  

The log data parameters needed for technical evaluation are organised by data sources. This section 
identifies the groups of data sources.  

 

¶ Vehicle sources. This group defines the lists of in-vehicle data sources, including the vehicle 
on-board sensors, and systems connected to the vehicle network (i.e. CAN bus) as data 
sources: 

o Vehicle dynamics sensors like the rate, speed and acceleration sensors, and on-
board GPS. 

o Environment sensors like cameras, LIDAR, radar.  
o Vehicle control systems, such as the location system, navigation system, driver or 

vehicle interaction control, pedals and steering, and the HMIs.  
o External information systems like a Local Dynamic Map or HD-Maps systems, HVAC. 
o Communication units for V2X and cellular network communication. 

Usually most of this data is accessed and checked by CAN.  

Additional sheets define parameters to be collected for the sources. 
 

¶ Vehicle Data. Defines specific log parameters for the vehicle sources.  
 

¶ Derived Data. Defines parameters that will be derived from the log parameters.  
 

¶ Positioning. If accurate, lane level accurate, positioning needs to be evaluated for a specific 
pilot test scenario, then we expect to receive GPS information in a standard NMEA format. 
The NMEA format is by sentences, each one containing a type of information. The essentials 
are the GGA, RMC, GSA, VTG and ZDA.  

In other pilot test scenarios, it is sufficient to track the vehicles and manoeuvres using 
WGS84 way points, like the definition of reference positions in ITS-G5 messages (latitude, 
longitude and heading with confidences).  

¶ V2X messages. Defines the mandatory data elements from V2V and V2X messages, including 
the ITS-G5 messages for CAM, DENM, IVI, SPAT, MAP. For evaluation not all data elements 



may be needed, so a subset of the mandatory elements is acceptable under the following 
conditions: 

o The full message is logged in encoded format (binary UPER or XER), or decoded e.g. 
in csv or SQL database tables.  

o The decoded messages should be logged as defined in the standards; i.e. maintain 
the structure of data frames and in the exact data element names.  

 

¶ IoT messages. The IoT messages are still being defined for the use cases, and these have not 
been included in Annex 14.2. The same approach will be adopted as for the V2X message; 
i.e. all IoT messages are assumed to be standardised messages.  

Each physical sensor/actuator from an IoT device both in the vehicle and in the 
infrastructure Ƴŀȅ ƘŀǾŜ ŀ άǾƛǊǘǳŀƭέ ǊŜǇǊŜǎŜƴǘŀǘƛƻƴ on the oneM2M platform, which 
ŘȅƴŀƳƛŎŀƭƭȅ ŎƻƭƭŜŎǘǎ ǘƘŜ Řŀǘŀ ǇǊƻŘǳŎŜŘ ōȅ ǘƘŜ άǇƘȅǎƛŎŀƭ ǘƘƛƴƎǎέΣ ǎǘƻǊƛƴƎ ŀƴŘ ǎƘŀǊƛƴƎ ǘƘŜƳ ŦƻǊ 
applications. 

¶ Other indicators. The Wi-Fi or Bluetooth message with information that may not follow any 
standard is also important to collect.  
 

¶ Events. The relevant events must be specified from the pilot scenarios (section 5.3). Events 
should be defined for communication, application logic, and user interactions. Events are 
detected and logged from the applications. Alternatively, events can be defined as functions 
of log parameters and generated off-line from the log data.  
 

¶ Situations. The relevant situations must be specified from the pilot scenarios (section 5.3). 
Situations can be defined as functions of the parameters from the previous data sources. 
Additional situational data must be identified for collection by pilot sites and added later to 
Annex 14.2. 

5.5 How Technical Evaluation differs from Pilot Readiness Verifications and Validations 

The Pilot Readiness verification and validation aims to verify the components and solutions 
developed and integrated in WP2 before the automated vehicles and IoT services are used on the 
piloting activities. This activity does only cover the verification for pilot readiness and no evaluation 
activities. These verification activities will include: 

¶ Testing of IoT Platform, IoT device and application functionality and interoperability. 

¶ Testing of communication devices interoperability. 

¶ Automated driving vehicle adaptation verification.  

The end-to-end system test ensures the overall readiness in terms of functionality, robustness and 
performance for piloting. 

Otherwise, the Technical Evaluation objective is to evaluate the suitability of IoT technologies 
applied for automated vehicles on the different pilot sites. This evaluation will include: 

¶ Overall performance and safety assessment of IoT solutions in the connected and 
automated driving pilots.  

¶ Evaluation of the replicability and sustainability of the implemented architectures 

¶ Interoperability assessment between the IoT technologies and IoT architectures for the 
required provision of services for connected and automated driving. 



¶ Assessment of security and performance mechanisms provided by IoT solutions in 
comparison to the required level of security and performance required for Automated 
Driving.  

6 User Acceptance Evaluation Methodology 

This section describes the methodology for the user acceptance evaluation, which will be conducted 
in Task 4.5. The section first outlines the research objectives and the rationales behind them. 
Second, it formulates an iterative, design-oriented research approach. After defining the underlying 
concepts, the section formulates research questions and corresponding hypotheses. Then, the 
section enumerates necessary preconditions for answering the research questions. Last, it lists 
indicators needed for the evaluation and concludes with an outlook on the envisioned data 
collection.  

6.1 Research Objectives 

Evaluating user acceptance in the framework of the AUTOPILOT project is constrained by three 
central issues. First, the IoT aspect of the project is not only intangible, but also new. It cannot be 
expected that users have a remote understanding or even an interest in the underlying 
infrastructure behind their automated driving experience. Second, the automated driving aspect is 
dynamic. Functionalities in the AUTOPILOT project will be further developed during the piloting 
phase and are not ready for market penetration. Third, for legal and sometimes practical constraints, 
Ƴƻǎǘ ƻŦ ǘƘŜ !¦¢htL[h¢ ŀǇǇƭƛŎŀǘƛƻƴǎ ŀƴŘ ǎŜǊǾƛŎŜǎ ǿƛƭƭ ōŜ ǘŜǎǘŜŘ ƴƻǘ ōȅ άǊŜƎǳƭŀǊέ ǳǎŜǊǎΣ ōǳǘ ōȅ 
trained drivers and company employees, thus preventing both a large sample size for each use case 
per pilot site and a representative sample. 

The formulation of the research objectives takes these restrictions into account and carves out a 
space, in which user acceptance evaluation can still be useful for the project. The two-pronged 
objectives of the project are to: 

¶ Formulate IoT-related improvements for automated driving functions based on user feedback. 

¶ Determine, whether there are improvements or added value in automated driving 
functionalities with and without the assistance of the IoT regarding user acceptance. 

The first objective is directed rather at the full duration of the project. It is also directed at those 
AUTOPILOT applications and services that accelerate or enable automated driving. Its underlying 
conceptual assumption is that users are taken as co-designers, not merely as objects of evaluation. 
The necessary ramification of this objective is that the evaluation approach takes a strong qualitative 
turn. In addition, the objective prescribes an iterative research design, which is further described in 
section 4.3. 

The second objective is directed rather at the end of the project. It is also directed at those 
AUTOPILOT applications and services that enhance automated driving. Its underlying assumption is 
that the IoT can be switched on and off for some test runs, which also predicates that there is a 
noticeable difference for the user. The translation of this assumption into piloting requirements is 
done in section 6.5.  

6.2 Research Approach 

Based on these objectives, an iterative research approach is sensible for user acceptance evaluation. 
The basic outline of this approach is presented in Figure 5 below. 



 

Figure 5: Iterative Research Approach 

At the pilot sites, trial runs are conducted over the course of the project. For participants in the trial 
runs, their experience during the trial is assessed. Their responses take the form of feedback into the 
design process of the AUTOPILOT applications and services. At the pilot sites, the feedback is looped 
back into the design process to propel changes in preparation of the next trial run.  

This research approach focuses on the user not as object of the evaluation, but of the user as co-
subject in a process, which is geared towards formulating improvements on emergent technologies. 
The experience of users is treated as central to ameliorating technical and non-technical elements of 
automated driving as experienced in the AUTOPILOT trials. The purpose of user acceptance 
evaluation, therefore, is to gauge the experience as clearly as possible and to open avenues for users 
to articulate feedback on their experience.  

6.3 Underlying Concepts 

Paramount to an understanding of the methodology of user acceptance is the definition of this very 
concept. Users are defined in line with section 2.3Φ !ŎŎŜǇǘŀƴŎŜ ƛǎ ŎƻƴŎŜǇǘǳŀƭƛǎŜŘ ŀǎ ǘƘŜ άdegree of 
intention to use or of incorporation of AUTOPILOT servicesέΦ ¢Ƙƛǎ ŘŜŦƛƴƛǘƛƻƴ Ŧƻƭƭƻǿǎ ŜǎǘŀōƭƛǎƘŜŘ ǿƻǊƪ 
done in [8] and provides an individual driver-centric look on user acceptance in line with [7].  

 

Figure 6: User Acceptance Factors 

User acceptance is conceptualised to be dependent on several factors, which are shown in  



Figure 6 above. These factors feed into the user experience and are expected to shape the feedback 
given for design changes. 

First, biographical factors are mediating variables on the acceptance on new technologies [10]. In 
addition to a general list of common biographical factors, the driving experience is assumed to shape 
user acceptance. Given the restrictions on user groups and the prevalence of trained drivers among 
the trial participants, previous experience with or exposure to automated driving should also be 
included among the biographical factors. 

¶ Age 

¶ Gender 

¶ Level of education 

¶ Income 

¶ Legacy driving experience 

¶ Automated driving experience 

 Second, user acceptance is taken to be a composite concept of a set of preferential factors, which 
reflect a spectrum of attitudinal stances [8]. It is assumed that not all these preferences are of equal 
value to all participants, but that some preferential factors are more relevant for technological 
acceptance. These factors reflect a general distinction in the expectancy regarding performance of 
the automated driving function and effort in using it [9][20][21]. Preferential factors include: 

¶ Perceived usefulness 

¶ Perceived ease of use 

¶ Perceived control 

¶ Perceived trust 

¶ Perceived security/safety 

¶ Data control and access 

¶ Stress/Mental Workload 

Third, geographical factors need to be considered. These factors describe the external characteristics 
of each individual driving situation that user experience. While it would not be sensible to ask for 
user acceptance of rainy weather during the test run, awareness of the weather conditions is 
nonetheless important to contextualise the environment that shaped the user experience of an 
automated driving function. These factors include: 

¶ Weather condition 

¶ Road condition 

¶ Traffic density 

¶ Time of day 

¶ Time of the year 

¶ IoT Usage 

6.4 Research Questions and Hypotheses 

Where possible, research questions with focus on pilot sites or use cases are formulated. Research 
questions are clustered in Table 3 below, which is based on information provided in AUTOPILOT 
Deliverable D1.1 and section 4.1Σ ǿƛǘƘ ƎǊŜŜƴ ƛƴŘƛŎŀǘƛƴƎ άŜƴƘŀƴŎŜƳŜƴǘέΣ ƻǊŀƴƎŜ ƛƴŘƛŎŀǘƛƴƎ 
άŀŎŎŜƭŜǊŀǘƛƻƴέ ŀƴŘ ōƭǳŜ ƛƴŘƛŎŀǘƛƴƎ άŜƴŀōƭƛƴƎέΦ 5ŀǊƪ ƎǊŜȅ ƛƴŘƛŎŀǘŜǎ ǘƘŜ ŀōǎŜƴŎŜ ƻŦ ŀ ŦǳƴŎǘƛƻƴ ǇŜǊ Ǉƛƭƻǘ 
site and light grey indicates the decision to not test a specific use case per pilot site. 



The full list of research questions is provided in Table 4 below. This list of research questions is 
indicative, but not definitive, as it is expected to evolve dynamically over the course of the iterative 
evaluation process. 

Table 3: Cluster of Research Questions 

 
Automated 

Valet Parking 
Highway 
Driving 

Platooning 
Urban 
Driving 

Car Sharing 

RQ-UA 1 -  3 RQ-UA 4 RQ-UA 8 RQ-UA 11 RQ-UA 14 RQ-UA 21 

Tampere RQ-UA 5   RQ-UA 15  

Versailles 
  RQ-UA 12 RQ-UA 16 

RQ-UA 17 
RQ-UA 18 

RQ-UA 22 
RQ-UA 23 

Livorno  RQ-UA 9  RQ-UA 19  

Brainport RQ-UA 6 RQ-UA 10 RQ-UA 13  RQ-UA 24 

Vigo RQ-UA 7   RQ-UA 20  

 
Table 4: List of Research Questions 

RQ Code Research Question 

RQ-UA 1 Which improvements do users suggest for the AUTOPILOT function?  

RQ-UA 2 In how far are users willing to provide their data to the IoT ecosystem?  

RQ-UA 3 Does the IoT increase user acceptance of automated driving? 

RQ-UA 4 Does provision of information on parking status and position of the vehicle through 
the IoT enhance acceptance of Automated Valet Parking?    

RQ-UA 5 Do weather conditions increase user acceptance of Automated Valet Parking? 

RQ-UA 6 Do reduced drop-off and pick-up times increase user acceptance? 

RQ-UA 7 Do users perceive the new indoor automated valet parking service as useful?  

RQ-UA 8 Do users feel capable of dealing with the mental workload incurred during the 
highway pilot?  

RQ-UA 9 Do users need puddle and roadwork detection on the highway?  

RQ-UA 10 Do road hazard warnings decrease perceived control of the driving situation by 
users?  

RQ-UA 11 Does usage of the IoT increase user acceptance of Platooning? 

RQ-UA 12 Does the formation of the platoon happen quickly enough for the passengers?  

RQ-UA 13 Is perceived comfort of platooning independent from weather conditions?  

RQ-UA 14 Do users feel comfortable during their urban driving experiences?  

RQ-UA 15 Is the car reaction to IoT signals in the lead-up to traffic lights comfortable for 
users?  

RQ-UA 16 Do tourists consider the AUTOPILOT experience useful?  

RQ-UA 17 Which factors impede usage of the point-of-interest notification?  

RQ-UA 18 Does usage of the IoT increase user acceptance of level 4 driving in the gardens?  

RQ-UA 19 Does the option to engage in non-driving activities increase user acceptance of 
automated urban driving?  

RQ-UA 20 Does usage of the IoT increase user acceptance of urban driving?  

RQ-UA 21 Does usage of the IoT increase user acceptance of car sharing?  

RQ-UA 22 Which factors influence the perceived ease of use of the car-sharing app?  



RQ-UA 23 Is the drop-off scenario convenient for users?  

RQ-UA 24 Are users more satisfied with the waiting and travel time than with other car 
sharing providers in the region?  

Research questions fall into three categories, which broadly resemble the multi-layered approach of 
the FESTA Methodology [1]. The first three research questions (RQ-UA 1, RQ-UA 2 and RQ-UA 3) 
address all AUTOPILOT pilot sites and use cases in the area of user acceptance, making them the 
most high-level research questions. Whereas the very first research question translates the first 
research objective, the other two high-level questions refer to the second research objective.  

Five further research questions (RQ-UA 4, RQ-UA 8, RQ-UA 11, RQ-UA 14 and RQ-UA 21) address 
multiple pilot sites, but one individual use case. The underlying objective for these questions is to be 
able to qualitatively compare AUTOPILOT solutions and user acceptance thereof across pilot sites. 
These research questions take a middle-level in the FESTA understanding.  

The remaining research questions address individual use cases in individual pilot sites, making them 
the most low-level research questions in the design. The underlying rationale for these research 
questions is not to list all possible research questions for each pilot site. Instead, these research 
questions are formulated with the objective to address interesting, unique or prevalent issues in the 
pilot sites, to facilitate a design-oriented evaluation process. Consequently, some research questions 
might be interesting for other pilot sites or use cases as well. For reasons of manageability, these 
will, however, only be transferred in exceptional cases during the execution of T4.5. 

For each research question, one or multiple hypotheses are formulated. The full list of hypotheses is 
reproduced in the Annex 14.1 to this report. For the research questions of a more exploratory 
nature (e.g.: RQ-UA 1), the formulated hypotheses are not understood to be the basis for testing, 
but rather a guidance for expectations of the qualitative co-design process. For research questions of 
a more explanatory nature, the formulated hypotheses are expected to be tested qualitatively and 
quantitatively, where possible. Where adequate, a clear null hypothesis is formulated to facilitate 
this evaluation approach (e.g. hypothesis H3.2: Usage of the IoT does not increase user acceptance of 
highway driving). 

6.5 Piloting Requirements 

The pilot test scenarios need to be set up in a conducive way to test the hypotheses. This is in line 
with the scenarios described in sub-section 5.3.  

For all use cases, where a comparison of the automated driving function with and without assistance 
of the IoT is possible, this should be implemented. Back-to-back test runs should be conducted with 
IoT-related support switched on or off. The order of the test runs should be randomised. The pre-
trial briefing should not explain the difference between the two test runs beforehand. This piloting 
requirement applies for example to: 

¶ Urban Driving in Versailles 

¶ Car Sharing in Brainport 

¶ Platooning in Versailles 

For some of the use cases, where a comparison between the IoT-enabled automated driving 
function and the manual driving baseline is possible, back-to-back test runs should be conducted 
with IoT-related support switched on or off. The order of the test runs should be manual first, 
automated second. This requirement applies to: 



¶ Automated Valet Parking in Vigo 

¶ Automated Valet Parking in Tampere 

¶ Automated Valet Parking in Brainport 

¶ Urban Driving in Brainport 

For all use cases, where small elements such as artificial road obstacles or increased traffic density 
can be actively altered by the pilot sites owners, back-to-back tests with the user should be 
conducted. The order of the test runs should be randomised. The pre-trial briefing should not 
explain the difference between the two test runs. This piloting requirement applies to: 

¶ Highway Driving in Livorno 

¶ Highway Driving in Brainport 

¶ Automated Valet Parking in Brainport 

¶ Urban Driving in Tampere 

Mindful of the legal and practical restrictions on the inclusion of naïve users in the trial runs, it is 
nonetheless advisable to maximise the diversity of test users on the sites, which also applies to 
certified drivers and employees of the testing companies. The reason for this is not to achieve a 
balanced sample for statistical analysis, but rather to include as many different voices and 
experiences into the user-centric design process, which is at the heart of the evaluation. Pilot sites 
should be required to actively work towards a spread sample of users to test the AUTOPILOT 
applications and services. 

6.6 Indicators and Metrics 

User acceptance is best understood as a scaled quantitative metric, but binary metrics or qualitative 
assessments are also possible. Indicators will be selected based on pre-existing work on user 
acceptance. 

Weather condition and road condition are categorical indicators, which should be chosen equally 
across all pilot sites and use cases. Time of the day and time of the year are equally categorical 
measurements. IoT usage is binary metric. Where possible, trials of the AUTOPILOT service are to be 
completed with or without assistance of IoT.  

Age, income and level of education are categorical indicators. Legacy driving experience and 
automated driving experience could be treated as categorical indicators or as scaled indicator. All 
biographical data points are self-reporting variables, which will not be cross-validated. 

If pilot sites purposefully alter individual variables in their testing, such as artificial road obstacles, 
these should equally be recorded in an appropriate format. 

6.7 Data Collection 

The multi-faceted research approach requires recourse to multiple ways of data collection. Based on 
the interplay between the iterative research design and the factors of user acceptance, three means 
of data collection are adequate for the evaluation, as indicated in Figure 7 below. 



 

Figure 7: Multi-Method Data Collection 

First, biographical factors as well as the interplay between preferential factors and the user 
experience during the trial run will be collected by means of questionnaires. These questionnaires 
will be translated in the language of the pilot site. They will include closed items, Likert scales and a 
limited amount of open ended questions. The exact nature and content of the questionnaire will be 
determined within T4.5. The reliance of the preferential factors on previously established models 
allows using items from surveys developed by [21] and [9].   

Second, individual interviews and focus group interviews will be organised to link the user 
experience and the assessment of their acceptance to an improvement-oriented feedback. The 
interviews will be semi-structured to engage with individual differences while gearing the progress 
of the interviews towards design-relevant questions. Interviews will also take into consideration the 
preferences of users as collected in the questionnaires. More information on the scope and 
frequency of the interview sessions is given in section 9.2 below. 

Third, the geographical factors will be collected in log data of the test runs. The data needs to be 
able to be linked to individual users. If interviews are conducted immediately after a test run, the log 
data should be made available to the interviewer in order to take it into account for evaluating the 
responses.  

 

  



7 Quality of Life Impact Assessment Methodology 

This section presents the methodology for the assessment of the Quality of Life (QoL) impacts that 
will be conducted in Task 4.4. The scope for assessment is limited to the concepts for QoL where 
most added value of IoT could be realised and can be related to the pilot test scenarios planned in 
AUTOPILOT. The scope is limited by definition of the objectives and selection of the concepts. 
Finally, some guidelines are given for piloting scenarios and data collection. 

7.1 Objectives and methodological approach 

The main objective is to assess the impact of automated driving, progressed by internet of things, on 
the quality of life. The quality of life assessment includes impacts on personal mobility (travel 
behaviour), sustainability (traffic safety, transport system efficiency and environment) as well as 
well-being (e.g. health) (see Figure 8). 

 

Figure 8. Components of quality of life assessment. 

The AUTOPILOT project studies the effects of IoT on automated driving. IoT enables connectivity 
between vehicles, travellers, the transport network and virtually all other aspects of life. Thus, this 
task aims to investigate the impacts on society due to connected automated driving: deployment of 
IoT in combination with automated vehicles. 

Introducing automation in transportation is going to fundamentally change not only the transport 
system, but also mobility behaviour and subsequently ǇŜƻǇƭŜΩǎ daily life. The quality of life impact 
assessment supports public authorities, businesses and other stakeholders in the decision making 
concerning the deployment of IoT solutions and automated driving. 

The main objectives of this task are to: 

¶ Explore how IoT in automated driving meets personal mobility needs 

¶ Explore the improvements in transport system efficiency with various penetration rates of 
IoT devices and automated driving vehicles.  

¶ Explore the contribution of IoT to traffic safety improvements 

¶ Explore the cƻƴǘǊƛōǳǘƛƻƴ ƻŦ !5 ŀƴŘ Lƻ¢ ǘƻ ŎƛǘƛȊŜƴǎΩ ǿŜƭƭ-being 

Quality 
of life 

Personal mobility

Traffic safety, 
Transport system 

efficiency, 
Environment

Well-being



These effects are mediated via changes in vehicle and travel behaviour induced by AD and IoT 
(Figure 9). These changes are studied in the pilot tests. Data on first order measures (driving 
behaviour) is collected within the tests, and second order impacts (such as mobility, safety) are 
produced with tools such as expert assessment, surveys or modelling. These effects can then be 
changed to monetary values for socio-economic assessment (section ). 

Driver and vehicle behaviour is defined in the trilateral impact assessment framework [24] as 
including acceleration, deceleration, lane keeping, car following, lane changing and gap acceptance. 
Those are affected by automated driving functions (ADF), which control longitudinal or lateral 
movement: for example adaptive cruise control (ACC) and lane keeping assistants. 

 

Figure 9 Changes in vehicle and travel behaviour induced by AD and IoT 

Road transport automation is expected to have both direct impacts in the short-term as well as 
indirect impacts, which will take a longer time to form [25].  

The focus of the assessment is mainly on general impacts and common road users. Data will be 
collected from the test vehicles as well as from test users. However, when applicable also impacts on 
other stakeholders, such as traffic management centres will be estimated. Three main areas of 
impacts on quality of life are addressed: personal mobility, sustainability (including safety and 
efficiency) as well as well-being.  

As the potential impacts are numerous and wide reaching, and long-term trials are not possible in 
this pilot project, a scenario-based approach will be used for impact assessment. The new 
opportunities offered by the AUTOPILOT functions will be presented with examples, which are easy 
to relate to. Scenario-based analysis is a way to incorporate and generate ideas for new products or 
services and to identify the possible users and contexts of use for these products. 

There is a lot of interest in the media regarding automated driving, but the actual functionalities, 
which will be available to consumers at the initial phases, are not that familiar to the public. The 
advantage of using scenarios is that they make ideas more concrete and describe complicated 
situations and behaviours in meaningful and accessible terms. Scenarios also help different 
stakeholders understand the implications of new solutions especially from the point of view of the 
users [44]. Scenarios are not intended to describe the whole functionality of a system, but to 
describe individual users in individual usage situations. 



The functions and use cases will be approached through different scenarios, from a day-to-day 
ǇŜǊǎǇŜŎǘƛǾŜΣ ŀŘŀǇǘŜŘ ǘƻ ǳǎŜǊǎΩ ƻǿƴ ŎƘƻƛŎŜǎ ƛƴ ǘƘŜƛǊ Řŀƛƭȅ ƭƛǾŜǎ ǘƘǊƻǳƎƘ ŘŜǘŀƛƭŜŘ ǊŜŦƭŜŎǘƛƻƴ ƻŦ ǘƘŜƛǊ 
travel behaviour. In a way, scenarios are stories, which make it easier for end users (and other 
stakeholders) to relate to real-life examples as opposed to abstract system descriptions [44]. This 
approach makes it easier for the users to assess potential changes and produces more reliable 
results, although it limits the generalisation of the results [42][43]. 

The main elements of a scenario are (after [44]): 

¶ user group: who will use the systems 

¶ context: in which situations will the systems be used 

¶ circumstance: under which circumstances will the systems be used 

¶ goals or motivations: why will the systems be used 

¶ interfaces: how will the systems be used 

¶ time frame: when, for long, how often and in which period of life time will the systems be 
used 

¶ qualities: physical factor of devices (probably not relevant in AUTOPILOT) 

The scenarios will be elaborated in the work of task 4.4, in close cooperation with the pilot sites and 
storyboards. An example of a case would be how commuting trips could change, if for example the 
use of motorways would be preferred with the platooning function. Another case is presented by 
the new mobility options enabled for people with reduced mobility (PRM): At present it might be 
difficult to move from A to B, but AD and IoT could provide a welcome change.  

The main method applied in this task is well structured expert assessment based on versatile data 
obtained through surveys, interviews, pilot tests and simulations. Questionnaires can be 
complemented with deeper interviews before and after tests. Also focus groups are a possibility for 
the evaluation. Travel diaries are a suitable tool for assessing potential changes in travel behaviour 
with Autopilot functions, which trips would be affected etc. They also help the test participants in 
relating the possibilities offered through AUTOPILOT functions to their daily trips. 

The work will start with a meta-analysis of broad impacts of automated driving and IoT from 
published papers and past projects. Furthermore, a simple but plausible system dynamics based 
model will be developed to (a) assess the factors and variables that influence the quality of life as a 
result of automated driving progressed by IoT, (b) test scenarios and (c) evaluate the effectiveness of 
policy interventions. This model will help understand the underlying structure of relationships 
producing the observed patterns, which can be obtained from many AD-related or FOT projects.  

To reflect the specific interest in IoT from the AUTOPILOT consortium, different adoption and 
diffusion scenarios will be explored for the IoT technologies tested in the project. This model will 
then be used to quantify or qualify the important social and environmental factors contributory to 
the short- and long-term impacts of the combination of AD and IoTs on quality of life defined in the 
AUTOPILOT project. 

The outcome of this work will identify the impact of the IoT solutions on the Quality of Life (QoL) of 
ŘƛŦŦŜǊŜƴǘ ǘǊŀǾŜƭƭŜǊǎΩ ƭƛǾŜǎ ŀŎǊƻǎǎ 9ǳǊƻǇŜ ŀƴŘ ǿƛƭƭ ƻŦŦŜǊ ƎǳƛŘŜƭƛƴŜǎ ŀƴŘ ǎǘǊŀǘŜƎƛŜǎ ŦƻǊ ǎǳŎŎŜǎǎŦǳƭ ǊŜŀƭ-life 
ŘŜǇƭƻȅƳŜƴǘ ƻŦ ǘƘŜ ǇǊƻƧŜŎǘΩǎ Lƻ¢ ǎƻƭǳǘƛƻƴǎ ǘƻ 9ǳǊƻǇŜ ŀƴŘ ǘƘŜ ǿƻǊƭŘΦ 

7.2 Concepts and methods 

Michon [28] has defined three levels for the driving task: strategic, tactical and operational level. The 
strategic (planning) level includes high-level decisions on travelling, such as choice of travel mode 



and timing of trip. The tactical level (manoeuvring) includes interaction with other road users, 
turning, overtaking and similar decisions when already on the trip. The operational (control) level 
includes use of gas and brake, shifting gears and steering. 

In the context of AUTOPILOT, the strategic level relates to personal mobility choices. Strategic 
decisions influence the whole trip and are therefore typically most critical for wide impacts. The 
operational level, which includes control of the vehicle in concrete driving situations, as well as parts 
of the tactical level are taken over by the vehicle in automated driving. 

The trilateral working group on impact assessment in automated road transport has defined impact 
paths for automated driving [24]. This framework is used as a basis for mapping the potential 
impacts of AUTOPILOT functions (Figure 10). Based on the preliminary function descriptions, the 
factors on which IoT is expected to have an effect are highlighted in yellow. The factors and impact 
paths will be updated in course of the project, and potential new factors enabled by IoT will be 
explored. 

It can be seen in Figure 10 that the most impacts of IoT on automated driving are expected from 
vehicle operations: IoT enables connectivity between the vehicles and more precise road conditions 
and hazard monitoring and optimisation of speed, platoon planning and fleet use. 

Changes on the driver/traveller level may occur, if IoT improves the travel experience in a way, 
which further encourages their use. In all, the figure shows that IoT does have potential in further 
improving the quality of life provided by automated driving. 

It should be noted that in AUTOtL[h¢ ǘƘŜ ǘŜǊƳ άvǳŀƭƛǘȅ ƻŦ ƭƛŦŜέ ƛǎ ǳǎŜŘ ƛƴ ŀ ōǊƻŀŘŜǊ ǎŜƴǎŜ ǘƘŀƴ ƛƴ ǘƘŜ 
trilateral working group. It covers safety, network efficiency, emissions, public health, personal 
mobility and equity impacts, which are separate impact areas in the trilateral group. 

 



 

Figure 10 Impact mechanisms for AD and how IoT is expected to affect them (adapted after[24]) 

The concepts of personal mobility, sustainability and wellbeing are described in the following sub-
sections. 



7.2.1 Personal mobility 

Mobility is typically defined as the potential for movement, in which the realised movement 
happens. Because this potential is difficult to measure, typically revealed mobility (including amount 
of travel, travel patterns etc.) is used as an imperfect measure for it [11]. The mobility model (see 
Figure 11) is a theoretical tool built on scientific literature and specialist interviews to identify the 
relevant factors and variables related to both potential and revealed mobility.  

The model consists of the three main pillars of mobility: amount of travel, travel patterns and 
journey quality, which are further divided into more specific branches of elements. It specifies 
personal variables affecting mobility, travel decision-making variables, travel characteristics followed 
by decisions and their relationships. The tool can be used as a basis in assessing mobility impacts: it 
helps to clarify which aspects specifically need to be measured or evaluated in order to analyse 
mobility impacts. Furthermore, the tool can be used in analysing data. The tool was originally 
developed for the TeleFOT [11], project and used e.g. in the projects DriveC2X [31] and TEAM [32]. It 
will be enhanced to cover IoT and automated driving and will be used as a basis in the mobility 
assessment in AUTOPILOT. 

 

Figure 11: Mobility model for impact assessment (from [11]) 

¢ƘŜ !¦¢htL[h¢ ŦǳƴŎǘƛƻƴǎ ƘŀǾŜ ǇƻǘŜƴǘƛŀƭ ǘƻ ƛƴŦƭǳŜƴŎŜ ǘƘŜƛǊ ǳǎŜǊǎΩ Ƴƻōƛƭƛǘȅ ōŜƘŀǾƛƻǳǊ ƛƴ Ƴŀƴȅ ǿŀȅǎΦ 
Users may change the timing of journeys, their destinations, the mode of transport, and the routes 
selected. The impacts on personal mobility will be assessed in terms of participation in transport, 
access to destinations, travel times, time lost due to congestion, modes of transport, routes, 
autonomy, convenience and comfort. Impacts on value of time and travel costs will be assessed 
when applicable. Travel time reliability, multimodal connectivity and vehicle ownership models are 
also of interest. 



Methods for data collection of the mobility KPIs will be defined. The mobility impacts will be studied 
through questionnaires and focus groups with test persons or people who have been familiarised 
with the pilots. For reliable results, the effects are studied by relating questions to the daily trips of 
ǘƘŜ ǳǎŜǊǎΣ ŜΦƎΦ άŘƻ ȅƻǳǊ ǘȅǇƛŎŀƭ ǘǊƛǇǎ ƛƴŎƭǳŘŜ ŘǊƛǾƛƴƎ ƻƴ ƳƻǘƻǊǿŀȅέ ƻǊ άƛǎ ǇŀǊƪƛƴƎ ŀ ǇǊƻōƭŜƳ ƛƴ ȅƻǳǊ 
ŦǊŜǉǳŜƴǘ ŘŜǎǘƛƴŀǘƛƻƴǎέΦ 

Figure 12 provides a second conceptual framework for the mobility analysis. When analysing the 
impact of AD with IoT, special focus will lie on exploring the potential of the technology for 
improving QoL on individual and on societal level, but also on exploring potential conflicts between 
both levels. For instance, improving QoL on individual level might potentially cause traffic system 
related issues, such as an increase in VMT and emissions, when using individual motorised modes of 
transportation becomes more attractive than using other mobility options, such as cycling or 
walking. On the other hand, the technology might potentially bring improvements on traffic system 
level but not necessary have directly observable user benefits. Here might be some overlapping 
topics with the user acceptance evaluation (section 6).     

 

Figure 12: Dimensions for personal and social mobility [45] 

As various use cases are considered, an overarching framework will ensure that similar aspects are 
addressed for all cases but also use case specific characteristics are included. Previous empirical 
works in the field of acceptance of automated driving have stressed the importance of addressing 
the specific characteristics of an use case rather than addressing too broad a view on automated 
driving (see [34][35]). 

7.2.2 Sustainability 

Impacts on sustainability will be evaluated in terms of safe, green and efficient transport. This 
includes impacts on traffic safety, efficiency and the environment. These impact areas are 
introduced below.  

7.2.2.1 Safety Impacts 

The safety impact assessment approach is based on system nature of transport: when one element 
of the system is affected, the consequences may appear in several elements and levels of the 
system, both immediately and in the long term, due to behavioural modification. The assessment 



follows the generally accepted theoretical background according to which the traffic safety consists 
of three dimensions, which are (1) exposure, (2) risk of an accident to take place during a trip and (3) 
consequences (= risk of an accident to result in injuries or death) (Figure 13). These are the three 
relevant aspects to cover traffic safety, and traffic safety is regarded as a multiplication of these 
three orthogonal factors [26]. 

 

Figure 13. The dimensions of road safety ([26]). 

When evaluating safety impacts the challenge is that actual crashes are rare events and proxy 
measures usually have to be used. Such measures include studying traffic violations, instances where 
a human driver must take control of the vehicle, exposure to near-crash situations and responses to 
near-crash situations. Situations reported as uncomfortable or risky by the passengers are also 
relevant. The assessment will systematically cover the intended and unintended, direct and indirect 
as well as short-term and long-term impacts of automated vehicle (AV) users and non-users. This 
analysis covers the three main factors of traffic safety by nine basic impact mechanisms [13], by 
which ITS can affect road user behaviour and therefore traffic safety: 

1. Direct modification of the driving task, drive behaviour or travel experience  
2. Direct influence by physical and/or digital infrastructure 
3. Indirect modification of AV user behaviour 
4. Indirect modification of non-user behaviour 
5. Modification of interaction between AVs and other road-users 
6. Modification of exposure / amount of travel 
7. Modification of modal choice 
8. Modification of route choice 
9. Modification of consequences due to different vehicle design 

The mechanisms were originally formulated by Kulmala [13] for evaluation of ITS systems, adapted 
from the mechanisms formulated by Draskóczy et al. [12]. The mechanisms 1 to 5 cover the risk of 
accidents. Mechanism 2 covers the IoT aspects of AUTOPILOT. Indirect modification of AV user 
behaviour (mechanism 3) refers e.g. to behavioural adaptation. Mechanism 4 covers effects where 
conventional drivers mimic automated cars, e.g. use too short headways when following vehicles in 
platoons. 

Mechanisms 6 to 8 are related to exposure. Mechanism 9 refers to different vehicle design in 
automated vehicles (e.g. lighter cars). 

The following assumptions are made: 



¶ Safety increases as speed decreases (the so-called power model [26] which describes the 
relationship between relative mean speed effects and injury accidents) 

¶ Safety increases as standard deviation of speed decreases 

¶ Safety increases as jerk decreases 

¶ Safety increases as speed violations decrease 

¶ Safety increases as following very close decreases (manual driving) 

¶ Safety increases as lateral position is more stable 

¶ Safety increases as vulnerable road users are taken into consideration 

¶ Safety increases as signals are used correctly 

¶ Safety increases as driver condition is not deteriorated (manual driving) 

¶ Safety increases as focus of attention is allocated correctly (manual driving) 

The traffic safety impacts will be studied with data collected from the pilot tests, simulation and user 
questionnaires or focus groups. 

7.2.2.2 Efficiency of traffic flow 

Traffic efficiency describes how efficiently (in terms of average speed and travel time, number of 
stops, delay) people and goods can move through the transport network. The primary objectives to 
study under this topic are whether and to what extent the ADF and IoT have an effect on roadway 
capacity and traffic flow. 

The number of vehicles passing through a cross-section of a road in a certain time constitutes traffic 
flow (also called traffic volume or throughput). The capacity of a road is defined by the maximum 
traffic flow, i.e. the maximum number of vehicles that can pass by a point on the road in a period of 
time (e.g. 1 hour). The capacity is influenced by several factors and their interactions: environmental 
factors, such as the layout of the road or weather conditions, vehicle factors such as length of 
vehicles and vehicle composition, and driver behavioural factors, such as preferred safety distance 
and driver state (see Figure 14). Changes in traffic flow depend on the penetration rate but also on 
the regulations regarding car following behaviour. 

By providing enhanced performance through connectivity and better anticipation of unforeseen 
events, IoT is expected to affect some of the aspects of capacity and traffic flow and thereby enable, 
enhance or accelerate perceivable benefits of AV. The areas where improvement is expected at the 
start of the project are shown in Figure 14. They will be tested and developed during the course of 
the project. 



 

Figure 14. Factors of automated driving affecting capacity and traffic flow (The areas where IoT is expected to play an 
important role are highlighted with yellow borders). 

Methods and tools include direct analysis of the pilot site data and indirect evaluation using traffic 
microsimulation software. Actual data from pilot sites will be used where available otherwise values 
found in literature will be applied. 

Changes at the tactical driving level, such as changes in speed, acceleration and deceleration as well 
as headway to other vehicles and gap acceptance affect efficiency of traffic flow. Thus, traffic flow is 
affected by vehicle operational factors. These are tasks that have typically been carried out by 
human drivers, but that are being more and more taken over by automated driving functions: 
acceleration, deceleration, lane keeping, car following, lane changing, gap acceptance [24]. 

Top down research so far provides mixed conclusions on the effects of automated driving on 
roadway capacity. Studies indicate a range from reducing capacity over little change to large 
increases [27]. The results largely depend on the initial assumptions made. Traffic efficiency is 
dependent on many different but interrelated factors, and the development of those factors is 
uncertain. 

According to Milakis et al. [25], the benefits of automated driving on traffic flow efficiency are highly 
dependent on the following factors: 

¶ level of automation 

¶ connectivity between vehicles 

¶ penetration rates 

¶ deployment path (dedicated lanes or integrated in mixed traffic) 

¶ human factors (behavioural adaptation) 

¶ change in demand (increased demand possible) 



The long term implications are uncertain and largely depend on the development of travel demand 
as well as the business models adopted: whether the vehicles will be in personal or shared use. 

There are many ways, in which automated driving functions may affect driving behaviour. Gaps in 
knowledge about the potential impacts of connected automated vehicles (CAV) exist as well as a lot 
of uncertainty around the functionalities [27]. In addition, automated driving functions are expected 
to change the characteristics of and interactions between the impact areas safety, comfort and 
efficiency. For example, due to shorter reaction times, automated vehicles may drive with shorter 
headways. On the other hand, due to safety or comfort reasons, the headways and gaps may also be 
greater than currently with human drivers. It therefore seems likely that some trade-offs will have to 
be made between those impact areas. 

First studies suggest that in the initial phase, with a low penetration rate of AV, road capacity may 
decrease due to AV behaving cautiously in the presence of human driven vehicles [25][27]. 

For the sake of user acceptance of AV and to maximise safety, the vehicles may first be configured to 
use larger headways and lower acceleration rates than average human drivers do. This has negative 
effects on roadway capacity. Thus, a vehicle that is designed for the comfort of its users (allowing to 
use the travel time for other activities) can have unintended impacts on roadway capacity for all 
road users [27]. 

It is not yet clear how the parameters used by the ADF will be defined in the long run: by OEM, user 
preferences, legislation, or some combination of these. Also unclear is how users are willing to trade 
an increase in travel time against the ability to better use the time [27]. 

The interaction of automated vehicles and manually driven vehicles is an important topic of interest. 
Automated vehicles will be introduced gradually into the current transport system, and there will be 
a period with mixed traffic. AV are expected to confront difficulties in the conventional traffic system 
in several ways [29]:  

¶ The anticipatory capability of AV is not as good as human capabilities. AV act mainly 

reactively rather than proactively. 

¶ The behavioural recognition of AV is limited (how to recognise and react to different traffic 

situations). 

¶ AVs have limited flexibility. 

¶ AVs miss human courtesy and are non-sociable. 

¶ Issue of equality compared to conventional vehicles: should AV and human driven vehicles 

be treated the same? 

On the other hand, also human drivers face challenges with automation of vehicles. These include 
from [30]: 

¶ overreliance 

¶ behavioural adaptation 

¶ erratic mental workload 

¶ skill degradation 

¶ reduced situation awareness 

¶ inadequate mental model of automation functioning 



Several studies suggest that connectivity and cooperation between vehicles and vehicles and 
infrastructure is essential for achieving benefits for traffic flow. It is expected that traffic throughput 
will suffer if AV are introduced before sufficient implementation of connectivity [29]. 

Even with connectivity, a significant penetration rate of CAV (about 40 %) has to be achieved for 
significant impacts to be seen [25][27]. With a relatively high share of CAV, traffic flow can be 
improved and shockwave impacts dampened. Unconnected automated functions, such as ACC, can 
increase capacity if users accept time gap lower than those currently chosen [27], which is not 
considered likely. The approach in AUTOPILOT, which adds IoT to automated driving, therefore 
seems promising as it provides possibilities for extensive communication between vehicles and their 
surroundings. 

Traffic efficiency is also linked to environmental impacts: smoother traffic flow with less variance in 
speed/acceleration and fewer braking actions means also less exhaust emissions (see e.g. 
[36][33][25]). 

7.2.2.3 Environment 

The impacts of automated driving on environment depend considerably on travel, driver and vehicle 
behaviour. Effects on the environment (CO2 emissions) will be derived from the efficiency results 
(VISSIM and its emission calculation tool Enviver), as emissions are directly related to fuel 
consumption. 

The factors, which are expected to play a role in the impacts of AD and IoT on emissions, noise and 
surroundings are shown in Figure 15. Advances of technology, different engines etc. will be taken 
into account where possible. 

 



 

Figure 15 Factors of automated driving affecting the environment (The areas where IoT is expected to play an important 
role are highlighted with yellow borders). 

Noise is a multifactorial effect and depends on the type of road (pavement), type of vehicles, tyres, 
driving condition (steady state, acceleration). It has been assessed that the impact on noise to be 
considered based on: 

¶ Number of journeys: there is a negative/positive impact on noise when the number of 
journeys increases/decreases. Essentially each avoided journey means a reduction of noise.  

¶ Route: changing the route may reduce the negative effect of noise if there is a shift of traffic 
from rural and city roads to highway. This is not an absolute change but a qualitative one 
because normally highways are located in areas far enough from residential areas and in 
many places there are noise barriers when the distance is too low.  

¶ Speed: there is a direct relationship between speed and noise. Noise increases when the 
speed increases. There is a wide variability and no precise equations which could be valid for 
any vehicle. However, FHWA developed a Traffic Noise Model [47] which considers speed as 
a parameter. 

Despite the great results achieved in the last years in emission reduction vehicles are still pollutant. 
There are several factors which influence emissions depending on travel and driver behaviour.  

¶ Number of journeys: there is a direct link between number of journeys and emissions. 

¶ Travel mode: there is a positive effect by using multimodal transport instead of using car 

only.   

¶ Length/duration: there is a proportional link between travel duration/length and emissions. 






































































